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ABSTRACT

Modern naval warfare has been increasingly dependent upon the

acoustic silencing of the participants. Constrained viscoelastic layer

damping of vibrating elements is one method which can be used to meet

acoustic silencing goals. This paper considers constrained viscoelastic

layer damping treatments applied to a thick aluminum plate, including

single layer, double layer, a milled pocket plate, and a milled "floating

element" configuration. High modal damping values were obtained for

each damping configuration. The Modal Strain Energy method, using

finite element analysis to estimate modal loss factors, was investigated for

use as a tool in constrained viscoelastic layer damping design. A

comparison of experimentally measured frequency response and modal

loss factors with those predicted by the modal strain energy method is

presented to confirm the possible use of the modal strain energy method as

a design tool.
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1. INTRODUCTION

Modem naval warfare, especially undersea warfare, depends heavily

on the vessel being acoustically silent. A major source of radiated noise is

the vibration of shipboard components. The reduction of these vibrations is

of utmost importance if a ship is to accomplish its mission. One method of

vibration damping that shows promise in damping over a broad spectrum

of low frequency vibration is constrained viscoelastic layer damping. The

constrained viscoelastic layer method uses the high energy dissipation

characteristic of viscoelastic materials during periodic motion of shear

deformation to absorb and dissipate the vibrational energy of the system in

question. Unfortunately the design and analysis of such constrained

viscoelastic layer systems is difficult, due in part to the following:

e The material properties of viscoelastic damping materials vary

greatly with temperature and frequency.

o Closed form solutions to the equations of motion for constrained

layer system exist only for beams and plates with simple

boundary conditions.

e The exact complex valued eigenvalue analysis for constrained

viscoelastic layer damping systems using the finite element

method requires large amounts of computer storage and CPU time.



Johnson and Kienholz developed the Modal Strain Energy (MSE)

method which uses the ratio of strain energy for each mode shape to

approximate the modal damping of a structure for a given constrained

viscoelastic damping system [Ref. 1]. This method is very attractive due to

its simple concept and very useful because it can be applied to any general

cases with arbitrary shape by using the finite element method. However,

its effectiveness compared with experiments were reported for only a few

cases. Maurer examined the effectiveness of the MSE method for two

damped plate configurations: 1) a simple sandwich configuration, and 2)

a plate with a milled pocket with damping material inserted and a welded

cover plate acting as a constraining layer in a previous work [Ref.2].

However, he could not verify for the milled pocket plate case since the cover

plate warped and delaminated itself from the damping material during

welding, resulting in negligible damping [Ref. 2].

For certain naval applications the components to be damped will be

thick in construction and may be exposed to an unfriendly environment.

Therefore, in this research the pocket plate configuration and a second

milled plate using a "floating element" in conjunction with constrained

layer damping are investigated. These damping treatments are compared

with the simple sandwich type treatments consisting of single and double

constraining layers. Simple plate geometries were used to facilitate the

experimental and computational effort. Therefore, this paper addresses

the experimental testing and analysis of four thick aluminum plates, each

with a different constrained viscoelastic layer damping treatment. The

2



effectiveness of the MSE method is investigated for each different damping

treatment by evaluating its accuracy in modal damping value prediction

compared with experimental results and usefulness as a possible design

tool.
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IL THEORY

A. VISCOELASTIC MATERIAL

Viscoelastic materials of interest for general naval

applications are polymeric compounds made up of long molecular chains.

These molecular chains can be strongly, or weakly, linked together,

depending on their chemical composition and processing. The damping

characteristics of viscoelastic arise from the deformation and recovery of

the polymer network. Material properties of a viscoelastic material vary

with temperature and frequency. As such, the damping characteristics of

a system will vary as its operating environment changes. [Ref. 3]

Temperature will have the greatest effect on the material properties

of damping materials [Ref. 3]. This effect is shown in Figure 2.1, where

four distinct regions are observed. The lowest temperature region is the

glassy region where the material's storage modulus is at its maximum

value, and the loss factor is at a minimum. In the glassy region the

modulus decreases slowly with temperature increase, whereas the loss

factor increases rapidly with temperature. The second region is the

transition region where the modulus decreases rapidly with increasing

temperature and the loss factor reaches its peak value. The third region is

the rubbery region where both the modulus and loss factor are at low values

and show little variation with temperature. The fourth, and last, region is

4



the flow region and characterizes the behavior of some materials, mostly

ceramics, at high temperatures. It should be noted that the transition

region may vary in width from 20 'C up to a width of 200 'C. [Ref. 3]

The effect of frequency on viscoelastic materials is not as great as that

of temperature. The modulus of the viscoelastic always increases with

increasing frequency. The loss factor will initially increase with frequency,

then peak, and subsequently decrease as frequency increases. A plot of

storage modulus and loss factor versus frequency is shown in Figure 2.2. It

should be noted that this plot is over a range of approximately ten decades,

and hence it becomes obvious that a temperature change of a couple degrees

will have a much greater effect on damping than a minor change in

frequency. [Ref. 3]

Linear viscoelastic materials behave in a hysteretic manner under

cyclic excitation. Therefore, the mechanical behavior of a viscoelastic

material during steady state vibration is best described by using a complex

stiffness, k* [Ref. 3].

k* = k(1 + ii1) (2.1)

where,

T1 = material loss factor

The use of a complex stiffness then leads to the use of a complex Young's

modulus and shear -nodulus [Ref. 3].

5



E* = E(1 + iT]) (2.2)

G* = G(1 + in) (2.3)

This concept of the complex modulus is used in subsequent analysis.

Viscoelastic material properties are commonly displayed using a

"reduced freauency nomogram." The reduced frequency nomogram

displays the variation of the viscoelastic material's loss factor and modulus

with temperature and frequency. The "reduced frequency", fat, is an

empirically determined function that accounts for the viscoelastic's

temperature and frequency dependence, and allows data for wide range of

temperature and frequencies to be plotted on the same graph [Ref 41. The

reduced frequency nomogram for 3M ISD - 112 is shown in Figure 2.3. To

find the loss factor and modulus using the nomogram, enter with the

desired temperature and frequency. Follow the frequency line horizontally

and the temperature line diagonally down the page until the two intersect.

Then go vertically up or down to intersect the shear modulus or loss factor

curves. Finally, read the value of the shear modulus or loss factor

horizontally from the scale on the left [Ref. 41.

B. CONSTRAINED VISCOELASTIC LAYER DAMPING

A simple constrained layer damping treatment consists of a base

layer (the structure to be damped), a damping layer, and the constraining

6



layer. This configuration is shown in Figure 2.4 with the thicknesses of the

damping and constraining layers exaggerated for clarity.

The physical mechanism of damping can be explained by referring to

Figure 2.4. When the base layer is deformed in a mode of vibration, the

surface away from the neutral axis elongates, stretching the viscoelastic

material. The top layer, being a stiff elastic material, tends not to elongate,

and thereby "constrains" the viscoelastic material. Consequently, the cyclic

motions of vibration induce a cyclic shearing strain in the viscoelastic.

This cyclic shearing strain, together with its associated hysteresis loop

cause the vibrational energy to be dissipated as heat. For the constraining

layer to be effective, its stiffness should not exceed that of the base layer.

[Ref. 4 & 5]

C. SYSTEM EQUATIONS OF MOTION

Continuous systems, such as plates, possess distributed

characteristics of mass, damping, and stiffness. Classical vibration

analysis of such systems involves the formation of a mathematical model

that discretizes the system into a finite number of components in order to

approximate the total system. Such a formulation results in the following

equation:

[M] (i(t)) + [C] (x(t)) + [K] (x(t)) = (F(t)) (2.4)

7



where,

[M] = system mass matrix

[C] = system damping matrix

[K] = system stiffness matrix

{F(t)) = external excitation vector

{x(t)) = displacement vector

For an undamped system without excitation, the above equation reduces to

the eigenvalue problem.

-Mx(t) + K Ix(t)I = 0 (2.5)

This equation is then transformed to modal space using the linear

transformation:

(x(t)) =[] 'q(t)) (2.6)

where,

[] = modal matrix

(q(t)} = modal response vector

Using this linear transformation the equation of motion can then be solved

for the undamped modal frequencies and mode shapes.

To solve for the frequency response of a damped system, the linear

transformation is applied to equation (2.4):

[M] [0] {q(t) 8 + [C] [0] (4(t)) + [K] [0] (q(t)) = (F(t)) (2.7)

8



Assuming that the damping matrix [C] is proportional to a linear

combination of the stiffness matrix [K] and mass matrix [M], the damping

matrix can then be diagonalized using the same linear transformation

used to diagonalize [K] and [M] in equation (2.5) above. The diagonal terms

of the damping matrix then become (Tlicoi), where Tri equals the modal loss

factor and oi is the natural frequency of the ith mode [Ref. 1] . Using this

approximate diagonal damping matrix results in a system of uncoupled

modal equations of motion:

ij(t) + Tjjoqq(t) + co2oi(t) = fi(t) (2.8)

where,

cb(t) = modal acceleration of ith mode

t) = modal velocity of ith mode

q(t) = modal displacement of ith mode

qi = modal loss factor of ith mode

q = ith natural frequency

fi(t) = modal force in ith mode

j =

Assuming that a sinusoidal excitation produces a sinusoidal response,

(f90) = ( eiot (q(t)) = (Q)eOA (2.9)

the response for the ith mode is then solved to be:

9



fi (2.10)O2-)2 + jTi(om

Subsequently, the 'esponse of the physical system can be found using:

{xWt)) = [0] {Qej (2.11)

D. MODAL STRAIN ENERGY METHOD

The equations of motion used to define the response of a system with

viscoelastic materials need a complex eigenvalue analysis. However, the

actual solution of these equations may be quite difficult. This is especially

true when the system to be analyzed is comprised of materials whose

properties vary with both temperature and frequency. Finite element

techniques are generally used to compute the response of complicated

systems. However, for the case of varying material properties many time

consuming and costly runs must be made with the material properties

changing at each frequency increment [Ref. 1]. In addition to the costly

analysis of a single design configuration, changes in design options, design

requirements, of the search for an optimum design can make the expense

of finite element analysis too great. The development of the Modal Strain

Energy (MSE) method by Johnson and Kienholz, however, makes the finite

element analysis of complex viscoelastically damped structures a viable

option [Ref. 1].

10
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The MSE method assumes that a damped structure can be

represented by the normal modes of the associated undamped systen if

appropriate damping terms are inserted into the uncoupled modal

equations of motion (eqn 2.8) [Ref. 1]. The MSE method further assumes

that the damping matrix of equation (2.4) can be diagonalized by the same

real modal matrix that diagonalizes the system mass and stiffness

matrices of equation (2.4).

The modal loss factors of equation (2.8) are calculated using the

undamped mode shapes and material loss factors for each material. Since

the material loss factors of the structure to be damped and the constraining

layers are quite small compared to those of common viscoelastic cores, the

modal loss factors can be estimated using the following equation [Ref. 1]: m
*0

= (r) C:
r (r) v (2.12)

vV(r)

whore, 0

1(r) - system loss factor in the rth mode

(Vr) material loss factor of viscoelastic core at the rth

natural frequency

V(r) = strain energy in the viscoelastic core at rth mode

V(r) = strain energy in the entire structure at rth mode

11



The modal strain energies can be obtained for finite element analysis, and

are a standard output option of the NASTRAN finite element code [Ref. 71.

The modal frequency response of the structure is then calculated

using the modal loss factors found in equation (2.12). When computing the

modal frequency response of a damped structure, the modal properties in

the system matrices are assumed to be constant. However, viscoelastic

materials have storage moduli which are frequency dependent. To account

for this frequency dependence, Johnson and Kienholz devised the following

correction factor to be applied to the modal loss factors calculated in

equation (2.12) [Ref. 81.

TI(r) (r) (f rc = (2.13

where,

Tic = corrected modal loss factor at the rth mode

G2(fr) = viscoelastic shear modulus at the rth modal

frequency

G2,ref = reference viscoelastic shear modulus used in the

frequency response calculation

12
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CONSTRAINING LAYER H3

DAMPING LAYER H2

BASE LAYER Hi

Figure 2.4. Single Constrained Layer Configuration.
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IIL DESIGN OF DAMPED PLATES

A. GENERAL SPECIMEN CONFIGURATIONS

For experimental testing and analysis purposes, four different, yet

related, constrained layer damping treatments were selected in addition to

an undamped "reference" plate. Two of the damping configurations were

simple sandwich treatments consisting of one and two viscoelastic layers

respectively. Another treatment was the "pocket plate" which was

previously investigated by Maurer [Ref. 2]. The pocket plate was made from

a solid plate which was then milled to accept damping material and a cover

plate. The final damping treatment was a "floating element" configuration

consisting of a solid plate milled to accept a double layer of damping

material and a welded cover plate. Section views of these damping

configurations are shown in Figure 31.

The purpose of the pocket plate is to protect the viscoelastic material

from materials such as oil and salt water, which may harm the

viscoelastic. Since previous attempts at using a welded cover plate were

unsuccessful due to the heat of welding causing a delamination between

the damping material and cover plate [Ref. 21, it was decided to move the

viscoelastic material from the welding point by recessing it into a shallow

pocket of its own as shown in Figure 3.1.

16



The "floating element" concept evolved because the welded cover plate

of the pocket plate configuration does not produce the damping reaction that

a true constraining layer would provide. If the cover plate is welded to the

surrounding structure it cannot deform in bending as much as an

unwelded constraining layer, thereby causing a reduction in the d.mping

capability of the system. By using a piece of metal in the milled pocket with

dimensions slightly smaller than the surranding pocket, along with two

layers of viscoelastic and a welded cover plate, a true constraining layer

effect should be obtained. This configuration is shown in Figure 3.1.

In order to approximate a possible system to be damped, a plate

with large dimensions was selected. The dimensions of the plates used for

the damping treatments are 114.3 cm (45 in) in length and 38.1 cm (15 in)

in width. In addition, possible naval applications for this type of damping

would probably consist of thick plate members. For this reason it was also

decided that thick plates would be used for the damping treatments. All the

base plates and constraining layers were made of a standard 6061-T6

aluminum alloy. The design and selection of viscoelastic layer, base layer,

and constraining layer thicknesses is discussed in the following sections.

L DESIGN OF THE SINGLE DAMPING LAYER CONFIGURATION

In an attempt to approximate system loss factors and hence

determine viscoelastic and constraining layer thicknesses for maximum
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damping, a method developed by Nashif [Ref. 9] based on an analysis of

simple sandwich damping systems by Ross, Kerwin, and Ungar [Ref. 10]

was used. The Ross - Kerwin - Ungar (RKU) equations are base of the

analysis of the simple sandwich system shown in Figure 3.2.

To find the loss factors of the damped system, the flexural rigidity of

the system must first be determined. For the above system, the flexural

rigidity, EI, is written as [Ref. 9]:

EI - E1H3 + E2H + E3H + E1H1D 2

12 12 12
+ E 2H2(H 2 1 - D)2+ E 3H 3(H 31 - D?

r12r2 EH(2 - D) + E3HH 3  - D1 H31 -D(31
-1 2 2  1+g (3.1)

where,

E2H4H21 - H31 + g(E 2H2H21 + E3H3H31)
D = -2 (3.2)

E1H1 + E2H2 + g(E 1H1 + E 2H 2 + E 3H 3)2

H3 1 = H1 + H 3 + H2 (3.3)
2

H21 = H1 + H 2  (3.4)
2

g= G (3.5)
E3H 3H 2K2

E = Young's modulus

G = Shear modulus

18



I = second moment of area

H = thickness of member

K = wave number

Subscripts refer to the layers labeled in Figure 3.1. No subscript refers to

the composite system

For a simply supported plate the wave numbers and modal

frequencies are found using [Ref.9]:

V EH 3g (3.6)
S= 12(i v2 )Hp (3.7)

where,

a = semi-wave length of the plate

b = semi-wave width of the plate

v = Poisson's ratio of the composite plate

p = density of the composite plate

g, = gravitational constant

To introduce damping into the equations it is necessary to use the

complex modulus concept expressed in Section II. Substituting the

appropriate expressions for the complex shear and Young's modulus into

equations (3.1), and assuming that damping in the base layer, (TI1), is

small, and that the extensional stiffness of the damping layer is small
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(since E 2 << E 1 and E2 << F 3 ), the following expressions can be arrived at

[Ref.9]:

EH 3 = E1H3 + E 3H + 12 (a - - (3.8)
2 + d2 k-P-- 38

EH 3 = E 3H3T 3 + 12 (a - p - )IM (3.9)
c2 + d

where,

a = gE1 H1 E3H3H31 'c(1 - T12r13) + d(T12 + T) + j[c(Tl2 + T13)jI (3.10)

= E1H 1E2H2H31 [c + dT12 + i(cT12 - d)] (3.11)

a~~~ ~ ~ = g223HHl3 (I - 2T13 - 2 + d(211 + T1 - T129) (32
2gE2HEaH3H 1Hal\j[c(2l2 + T13 - 7122T1) - d(1 - 2Tl213 -2)1(.2

c = E1Hj(1 + g) + gE3HJ1 - T12TI3) (3.13)

d = gE1H1q2 + gE3H3(rj 2 + T3) (3.14)

j = ,: r-(3.15)

These equations were then applied to estimate the loss factors of the simple

three-layer sandwich plate. The equations can be simplified by assuming

that damping in the constraining layer (T13) is negligible [Ref.9].

Since the boundary conditions for the plate used in this research

(free-free-free-free) do not correspond to the simply supported conditions on
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which equation (3.7) is based, modal frequencies for the free-free case were

estimated using results from finite element analysis of a free-free plate and

equation (3.6). The natural frequencies of an undamped plate with the

dimensions previously given, and a thickness of 1.91 cm (0.75 in) were

found using a normal mcde extraction in NASTRAN. By substituting these

modal frequencies into equation (3.6) and estimate of the wave parameter

for each mode, K , was obtained. Then, by using an iterative procedure

outlined in Reference [91, modal loss factors were estimated for different

layer thicknesses over a temperature range of 0.e 'C to 37.8 C (30 'F to

100 OF).

The previous equations are easily programmed to compute loss

factors for a wide variety of conditions. The variation of viscoelastic

material properties with temperature and frequency was accounted for

using a curve-fit to the reduced frequency nomogram developed by Drake

[Ref. 11]. The material data for the following curve-fit equations is from the

University of Dayton Research Institute [Ref. 12].

2 log, MROMI

logloM) = logio(ML) + [2 ML)] (3.16)
[1 .FROM n]FR l

logl4ETA) = logl4ETAFROL)

+ -C[A(SL + SH) + (SL - SHj1 - -1-+ A2)] (3.17)

loglo(FR) = logl4F) - 12(T - TO) (3.18)
(525 + T - TO)
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A = loglo(FR) - logjo(FROL) (3.19)

C

where,

M = viscoelastic modulus

ETA = viscoelastic material loss factor

FR = reduced frequency (Hz)

F = frequency (Hz)

T = temperature ('F)

and,

TO = 40 C (104 'F)

FROM 2.0x10 4 Hz

MROM = 4.75x106 Pa (688.94 psi)

n = 0.275

ML = 6.0x10 4 Pa (8.7 psi)

ETAFROL = 1.08

SL = 0.45

SH =-0.55

FROL = 5000 Hz

C =2.5

In addition to the above constants, a Poisson's ratio of 0.49 and a density of

0.909 gram per cubic centimeter (0.035 lbm/in 3 ) was used for iSD-112

[Ref.12). The following material properties were used for 6061-T6

aluminum [Ref. 13].
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E = 70 GPa (10xl0 6 psi)

v =0.33

p = 2.7 gm/cm 3 (0.0968 lbm/in 3 )

Using the previous equations and material properties, a computer

program was written to compute estimated modal loss factors and

frequencies for a variety of base layer, viscoelastic layer, and constraining

layer thicknesses. A listing of this program appears in Appendix A.

Modal loss factors were computed for base layer thicknesses of 9.53 mm

(0.375 in) to 19.05 mm (0.75 in) in 3.18 mm (0.125 in) increments. For each

base layer thickness, the viscoelastic thickness was varied from 0.38 mm

(0.015 in) to 1.52 mm (0.060 in) in 0.38 mm increments, and the

constraining layer thickness was varied from 1.59 mm (0.0625 in) to 6.35

mm (0.25 in) in 1.59 mm increments. In addition, loss factors were also

computed for a viscoelastic thickness of 0.127 mm (0.005 in). From the

results of the analysis, a carpet plot [Ref. 3], was made for each of the base

layer conditions. The carpet plot reflects, for the the first mode, the

maximum loss factor and its corresponding temperature for each

viscoelastic layer/constraining layer thickness configuration. The carpet

plot for a base layer thickness of 12.7 mm (0.50 in) is shown in Figure 3.3.

Based on the carpet plots and a desire for maximum damping, as well as a

system which could be moved easily, a base layer thickness of 12.7 mx(0.50

in), a viscoelastic thickness of 0.38 mm (0.015 in), and a constraining layer

thickness of 6.35 mm (0.25 in) was selected. The total system thickness was

approximately 19.05 mm (0.75 in). This total system thickness would be

maintained for all subsequent damping configurations.
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To maintain continuity between damping systems, the milled "pocket

plate" was given a viscoelastic thickness of 0.38 mm and a cover plate

thickness of 6.35 mm for a total system thickness of 19.05 mm (0.75 in). In

order to keep the heat of welding away from the viscoelastic material, the

ISD-112 was recessed into a shallow pocket as indicated previously in

Figure 3.1, and as shown in the pocket plate system arrangement in

Figure 3.4. Detail drawings of the pocket plate are shown in Appendix C.

C. DESIGN OF THE DOUBLE DAMPING LAYER

The design of the double layer damping system was accomplished

using a modification of the RKU analysis used in the previous section. The

RKU equations are used by working from the top layer of the damping

system down towards the base layer. As shown in Figure 3.5, the H3

constraining layer along with the H2' viscoelastic layer are combined with

the HI' layer to form a three-layer system. Using the RKU equations, the

stiffness of this system is computed and considered to be the equivalent

stiffness of the top three layers of the total constrained layer damping

system. The top three layers were then considered as a single layer with

the equivalent stiffness previously calculated, and the RKU equations were

again applied to compute estimated modal loss factors for the entire double

layer damping system [Ref.3].
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To maintain continuity among all the damping configurations, a

base layer thickness of 12.77 mm (0.50 in) was chosen, and a total system

thickness of 19.05 mm (0.75 in) was maintained. A design for high

damping was then selected by computing modal loss factors for the

constraining and damping layer thickness combinations shown in Table

3.1. The estimated modal loss factors for the first mode of vibration in each

configuration are plotted as shown in Figure 3.6. A listing of the program

used to compute the loss factors is in Appendix B.

From the data presented in Figure 3.6, viscoelastic thickness of

0.38 mm (0.015 in) and constraining lhyer thicknesses of 3.18 mm (0.125 in)

were selected for the double layer configuration. This particular

configuration estimates high damping over a wider temperature range

than the other thickness combinations.

TABLE 3.1. THICINESSES USED IN CALCULATION OF DOUBLE
LAYER MODAL LOSS FACTORS.

Confizuration 1 2 4 5 6

H2 (mm) 0.38 0.38 0.76 0.38 1.14
HI' (mm) 3.18 2.38 2.38 2.38 2.38
H2' (mm) 0.38 0.38 0.76 1.14 0.38
H3' (mm) 3.18 3.18 2.38 2.38 2.38

The milled "floating element" plate uses the same viscoelastic and

constraining layer thicknesses as the simple two-layer configuration. In a
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design similar to that of the pocket plate, the floating element and both

layers of viscoelastic are recessed into a milled opening as shown

previously in Figure 3.1 and further described in the floating element

system configuration of Figure 3.7.
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7 =7 -Single layer configuration

Double layer configuration

Milled "pocket plate"

Plate with "floating element"

Figure 3.1. Four Damping Treatment Configurations.

CONSTRAINING LAYER H3

DAMPING LAYER H2

BASE LAYER Hi

Figure 3.2. Elements of a Simple Sandwich Damping System.
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Figure 3.3. Carpet Plot of Maximi m Loss Factors for
a Base Layer with H1 12.7 mm.
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Figure 3.4. Arrangement of the Pocket Plate Configuration.

29



CONSTRAINING LAYER H3'

VISCOELASTIC H2'

CONSTRAINING LAYER H '

VISCOELASTIC H2

BASE STRUCTURE H 1

Figure 3.5. Configuration of the Double Constrained

Layer System.
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Figure 3.6. Modal Loss Factors for Double Constrained Layer

Configurations.
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0. 016

Figure 3.7. Floating Element System Configuration.
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IV. EXPERIMENTAL RESULTS

A. TESTING ARRANGEMENT

Experimental testing was performed on each of the four damping

configurations and the undamped reference plate. In order to approximate

the free-free-free-free boundary condition, each plate was suspended from

the roof of the testing chamber using elastic cords as shown in Figure 4.1.

All of the tests were performed in a temperature controlled environmental

chamber which enabled temperatures to be maintained within ±1 'C. The

primary component and user interface was the Hewlett-Packard (HP)

3562A Dynamic Signal Analyzer (DSA). The HP-3562A was used to provide

a swept sine signal to a vibration generator, and analyzed the returning

data signals. The HP-3562A was used to compute the frequency response

and coherence over a range of 50 Hz to 1050 Hz using the discrete Fourier

Transform in the swept sine mode. Ten averages were performed at each

data point using a frequency resolution of 625 mHz per step. The source

level output to the vibration generator was set at 1.5 volts.

A schematic of the testing apparatus is shown in Figure 4.2. Swept

sine source signals were fed from the output jack of the HP-3562A to a

Wilcoxon F3 vibration generator via the piezoelectric output of a Wilcoxon

PA7C power amplifier. The vibration generator was mounted 73.48 cm

(28.93 in) from one end, and 12.7 cm (5.0 in) from the front edge of each
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specimen as shown in Figure 4.3. An integral force transducer was

mounted in the base of the vibration generator to measure the force input to

the plate. This force signal was then fed to input channel one of the DSA

via a PCB 462-A charge amplifier. Plate accelerations were recorded at

various points using a PCB 303A-03 accelerometer as shown in Figure 4.3.

Acceleration data was fed to input channel two of the DSA via a PCB 482A05

power supply. Frequency response and coherence data was then recorded

on disk for further analysis.

Temperatures within the testing chamber were maintained using a

NESLAB RTE-8 refrigerated circulating bath which pumped fluid through

a small heat exchanger in the testing chamber as shown in Figure 4.2. In

order to accurately monitor the temperature of the plates, a small

thermocouple was inserted in the base of each plate.

B, TESTING PROCEDURE

1. Undamped reference plate

An undamped, reference, frequency response measurement

was made at a temperature of 15.6 'C (60 'F) to set a standard response by

which to measure the effectiveness of the damping treatments. The

undamped frequency response was recorded over a frequency range of

50 - 1050 Hz using a resolution of 625 mHz per point in the DSA.
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2. Damped plate measurements

Frequency response measurements of the damped plates were

made at a temperature of 15.6 'C (60 'F) at several nodes on the plates in

order to capture the damped response of as many modes as possible. A

representation of these nodes is shown in Figure 4.3. Responses were

recorded over a frequency range of 50 - 1050 Hz with a resolution of

625 mHz per point in the DSA. Zoom measurements were also made to

capture better data for certain modes. Modal loss factors were then

estimated from the frequency response and coherence measurements

using a curve-fitting technique described in Reference [14].

C. SINGLE DAMPING LAYER RESULTS

The single damping layer treatment was tested at 4.44 'C (40 'F),

15.6 'C (60 'F), and 26.7 'C (80 'F) so that the effects of temperature on the

damping treatment could be determined. A plot of the single damping

layer frequency response at 15.6 'C is shown in Figure 4.4. The single layer

damping treatment resulted in high damping with modal loss factors

ranging from 0.223 at 53.4 Hz to 0.091 at 876.6 Hz. Due to the coupling of

modes, loss factors for all modes were not measured. The frequency

response of the damped plate is characterized by a frequency shift to the left

and a smoothing of the frequency response when compared to the

undamped reference plate. The single layer treatment was especially

effective at reducing the frequency response of a mode cluster between 650
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and 950 Hz. The frequency band of this cluster was shifted approximately

200 Hz with the amplitudes of the responses of the modes being

dramatically reduced. The single layer treatment was also effective at

reducing the amplitude of the response peaks over the entire spectrum of

measurement. On average, the highest peaks of the frequency response in

the undamped condition were reduced by 25 decibels, a reduction of 17.8

times.

The effect of temperature on the damping was quite pronounced as

shown in Figure 4.5. As the testing temperature was decreased, the

viscoelastic layer became stiffer and damping levels were increased. A

comparative listing of the loss factors at different temperature is in Table

4.1 and a plot of the modal loss factors is shown in Figure 4.6. Figure 4.5

shows the trend of increased damping with temperature decrease, and a

corresponding shift of modal frequencies to the right as the viscoelastic

becomes stiffer. These changes are especially discernible at the lower

frequencies.
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TABLE 4.1. MEASURED MODAL LOSS FACTORS FOR THE

SINGLE LAYER AT DIFFERENT TEMPERATURE.

4.44 0C (40 OF) 15.6 °C (60 OF) 26.7 0C (80 OF)

64.3 0.217 53.7 0.223 49.0 0.117
102.8 0.223 89.1 0.145 83.5 0.089
157.4 0.203 138.9 0.172 129.6 0.082
208.4 0.183 188.1 0.184 177.9 0.072
327.5 0.158 301.6 0.120 243.9 0.062
440.1 0.144 424.8 0.109 409.4 0.053
474.9 0.205 476.8 0.111 450.3 0.066
653.1 0.079 608.1 0.067 552.9 0.068
768.0 0.135 644.2 0.069 586.7 0.052
852.0 0.093 722.5 0.130 629.3 0.042
919.0 0.104 817.6 0.081 681.4 0.096
953.5 0.073 876.6 0.091 790.1 0.049

858.2 0.056
978.1 0.069
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D. DOUBLE DAIPING LAYER RESULTS

The double layer damping configuration was also tested at 4.44 'C,

15.6 'C, and 26.7 'C. The frequency response of this configuration at 15.6 'C

as compared to the undamped reference plate is shown in Figure 4.7.

Damping in the double layer configuration is also high, with modal loss

factors ranging form 0.301 at 53.3 Hz to 0.107 at 832.4 Hz. Due to modal

coupling loss factors for all modes were not measured. The frequency

response of the two-layer configuration is also characterized by a dramatic

reduction in response amplitude and a frequency shift to the left. The peak

undamped responses were reduced by an average of 27 decibels, or a

reduction of 22.4 times from the reference condition.

The effect of temperature on the double layer damping treatment is

shown in Figure 4.8. As with the single layer case, damping in the double

layer configuration increased with a decrease in temperature. This

configuration also shows the shift of modal frequencies to the right as

temperature decreases and the viscoelastic becomes stiffer. Modal loss

factors for the double layer configuration are listed in Table 4.2, and are

plotted for comparison in Figure 4.9.

To compare the effectiveness of the single layer and double layer

configurations their frequency responses at 15.6 0C are plotted in Figure

4.10 with a plot comparing modal loss factors in Figure 4.11. The two
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responses are quite similar although the double layer configuration does

show an increase of approximately 22 percent in modal loss factor.

TABLE 4.2. MEASURED MODAL LOSS FACTORS FOR THE

DOUBLE LAYER AT DIFFERENT TEMPERATURE

4.44 °C (40 OF) 15.6 °C (60 OF) 26.7 °C (80 OF)

f(Hz) f(Hz) i f(Hz) n

51.9 0.273 55.3 0.301 49.7 0.202
122.5 0.224 87.1 0.215 81.9 0.188
212.7 0.187 142.1 0.217 127.6 0.156
290.5 0.197 190.5 0.212 172.4 0.117
382.7 0.174 297.8 0.139 278.2 0.097
494.2 0.144 366.8 0.154 317.7 0.077
558.2 0.169 419.3 0.125 396.1 0.070
602.2 0.198 441.2 0.100 428.5 0.077
642.4 0.157 618.7 0.098 602.0 0.067
752.8 0.168 680.9 0.096 638.4 0.072
815.4 0.159 715.5 0.060 738.0 0.071
896.3 0.156 832.4 0.107 802.6 0.077
968.3 0.130 846.1 0.050
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E. POCHET PLATE RESULTS

The milled pocket plate was constructed as previously shown in

Figure 3.3. The constraining layer, or cover plate, was welded in place

using tack welds in an attempt to keep the damping material away from the

heat of welding, and the cover plate from warping, instead of using a

continuous weld bead as was previously attempted [Ref. 2]. The cover plate

was welded to the base at the corners, at the midpoint of the short side and

at three equally spaced locations along the long dimension as shown in

Figure 4.12. Following welding the plate was tested to ensure that the

viscoelastic had not been damaged by the heat of welding.

The pocket plate was tested at 15.6 'C (60 'F) and the frequency

response is shown in Figure 4.13. The response indicates that the

viscoelastic laye- was not damaged by welding and that good damping was

attained. Modal loss factors ranged from 0.067 at 62.1 Hz to 0.090 at 923 Hz.

Although damping is good, it is approximately half that of the single layer

configuration. One reason for this is that the viscoelastic material does not

completely cover the base structure. Another reason is the presence of the

welded cover plate. Due to the welded conditions the cover plate cannot

induce shear deformation in the viscoelastic layer as well as a true

constraining layer, and therefore produces less damping than the single

layer configuration. The effects of the welded cover plate are especially felt

in modes below 300 Hz where the frequency response is quite peaked. The

response curve becomes more rounded and the effects of the damping layer

are seen as frequency increases.
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The modal loss factors for the pocket plate are listed in Table 4.3 and

are plotted in Figure 4.14. Even though the damping is less than the single

layer, the plate is still adequately damped as shown in the frequency

response plot in Figure 4.13. In this configuration the modal loss factors

remained relatively constant throughout the testing spectrum. The

increase in modal loss factor values above 800 Hz is due primarily to modal

coupling, and the measured modal loss factors in this range are not

reliable.

TABLE 4.3 MEASURED MODAL LOSS FACTORS FOR THE

POCKET PLATE AT 15.60C.

f (Hz) f (Hz)

62.1 0.067 565.3 0.043
93.4 0.042 625.7 0.047
142.0 0.056 643.2 0.049
194.9 0.060 687.0 0.044
308.9 0.051 841.9 0.056
437.5 0.041 891.5 0.077
495.6 0.036 923.0 0.090
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F. FLOATLNG ELEMENT RESULTS

The milled "floating element" configuration was constructed as

previously shown in Figure 3.7. The cover plate was welded in a fashion

similar to the pocket plate as shown in Figure 4.12. The center

constraining layer, or floating element, was made slightly smaller than the

surrounding structure thus allowing the floating element to act as a "true"

constraining layer.

The frequency response of the floating element configuration at

15.6 'C (60 'F) is shown in Figure 4.15. The floating element is quite

effective as the response shows a good reduction in peak modal response.

Measured modal loss factors range from C 089 at 66 Hz to 0.064 at 935 Hz. A

listing of measured modal loss factors is in Table 4.4 and are plotted in

Figure 4.16. As with the previous cases, the frequency response of the

floating element configuration is characterized by a frequency shift to the

left and a smoothing of the response as frequency increases.

In a comparison of the pocket plate and floating element

configurations, the frequency responses are plotted in Figure 4.17. A

comparison of modal loss factors for the two configurations is shown in

Figure 4.18. The two frequency response plots are similar, however, the

frequency response of the floating element configuration is more rounded

than that of the pocket plate. The major difference between the two

configurations is seen in Figure 4.18. Modal loss factors for the floating
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element show an average increase of 25 percent over those of the pocket

plate. Reasons for this increase are the added constraining effect of the

floating element and additional layer of damping material present.

TABLE 4.4 MEASURED MODAL LOSS FACTORS FOR THE

FLOATLNG ELEMENT AT 15.60C.

f(Hz) f(Hz)

66.0 0.089 508.1 0.089
104.9 0.040 540.6 0.115
154.0 0.094 618.7 0.121
211.4 0.058 656.7 0.100
272.8 0.063 708.6 0.088
323.5 0.075 857.6 0.089
435.8 0.090 935.4 0.064
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Figure 4.1. Testing Configuration in Testing Chamber.
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Figure 4.2. Schematic Diagram of Testing System.

45



73.48 cm

SHAKER

12.7 cm

MEASUREMENT POINTS

Figure 4.3. Shaker and Accelerometer Locations.
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Figure 4.12. Location of Tack Welds on the Cover Plate

of the Pocket Plate Configuration.
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V. FINITE ELEMENT RESULTS

A. UNDAMPED REFERENCE PLATE

The first step in the finite element analysis procedure was to model

and analyze the undamped reference plate for its modal frequencies and

frequency response. The finite element model was generated using

PATRAN, a computer aided interactive graphics program developed by

PDA Engineering. PATRAN is widely used for conceptual, preliminary,

and detailed design and analysis of complex systems. One of PATRAN's

major advantages is in the interactive construction of finite element models

for use by MSC/NASTRAN, and its ability to display MSC/NASTRAN

results in an easily understood graphic format [Ref. 15].

The reference plate was modeled using 84 plate (QUAD4) elements as

shown in Figure 5.1. The QUAD4 element is an isoparametric element

with four nodes, one at each corner of the element [Ref. 7]. A normal mode

extraction was then performed in order to compare numerical results with

experimentally determined modal frequencies. Once satisfactory

agreement between the modal frequencies calculated in NASTRAN and

those obtained experimentally was attained, a direct frequency response

calculation was performed in NASTRAN. This frequency response was

then used as the reference response for further finite element models

incorporating viscoelastic damping treatments. The excitation for the
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frequency response calculation was a sinusoidal force with an amplitude of

1.0 applied at node 66. The response point was node 58 as shown in Figure

5.1. These two nodes correspond to the points on the plates used in the

experimental portion of the research where the vibration generator and

accelerometer were attached.

B. SINGLE DAMPING LAYER

The modeling of the single constrained layer damping system was

done using techniques described by Johnson and Kienholz [Ref. 11. As

shown in Figure 5.2, the viscoelastic layer is modeled using solid (HEXA)

elements, while the base layer and constraining layer were modeled using

QUAD4 elements. The HEXA element is a solid, isoparametric element

having eight nodes, one at each corner of the element with three

translational degrees of freedom at each node [Ref. 71. The use of solid

elements for the viscoelastic layer allows the strain energy due to shearing

to be adequately represented. Plate elements are used in the base layer and

constraining layer because of their ability to account for stretching and

bending deformations. The plate element allows its nodes to be offset from

the plate's center to the surface of the plate, coincident with the corner

nodes of the solid viscoelastic elements [Ref. 1]. Thus, the single

constrained layer system was modeled using only two layers of nodes, a

simple process in PATRAN. For the single layer configuration, a model
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having 84 elements per layer, and an element meshing scheme shown in

Figure 5.2 was used.

Once the damped plate had been modeled, normal mode extractions

were made using MSC/NASTRAN. Five separate runs were conducted

using the material properties of ISD-112 at 50, 200, 500, 800, and 1000 Hz

and at a temperature of 15.6 'C (60 'F). In addition to the modal

frequencies, the strain energy in the viscoelastic elements and the entire

model were output from NASTRAN.

Since the shear modulus of a viscoelastic material changes with

frequency, it was necessary to estimate the actual modal frequencies of the

damped plate using an interpolation procedure outlined by Johnson and

Kienholz [Ref. 163. The first step of the interpolation process was to plot the

shear modulus of ISD-112 versus frequency from 5 to 1000 Hz. Then, for

the first mode, using NASTRAN results based on ISD-112 material

properties a 50 Hz, the first modal frequency predicted by NASTRAN and

the corresponding shear modulus were plotted. The same was then done

using the first natural frequency predicted by normal mode extraction

based on ISD-112 material properties at frequencies of 500 and 1000 Hz. A

curve was then passed through these three points. The point where the

NASTRAN modal frequencies for the first mode intersected the ISD-112

shear modulus curve was taken to be the interpolated modal frequency of

the single damping layer configuration. A plot of the intersection of these
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two curves for the first and second modes is shown in Figure 5.3. This

interpolation process was then repeated for each mode through 1000 Hz.

Once the interpolated modal frequencies were found, the modal

strain energy equations (2.12) and (2.13) were used to compute modal loss

factors for the single layer configuration. A set of modal loss factors was

computed based on the modal strain energies computed using viscoelastic

properties at reference frequencies of 50 ,200, 500, and 800 Hz. A set of

composite modal loss factors for the modal frequencies near these reference

frequencies was then selected. The resulting modal loss factors are shown

in Table 5.1 and are plotted versus frequency in Figure 5.4. As seen in

Figure 5.4, the modal strain energy method is predicting high damping for

this configuration with an average modal loss factor of 0.195.

TABLE 5.1. ESTIMATED MODAL LOSS FACTORS FOR THE

SINGLE LAYER USING THE MODAL STRAIN

ENERGY METHOD

f(Hz) f(Hz)

63 0.249 517 0.237
95 0.181 586 0.217
153 0.234 632 0.164
202 0.212 663 0.155
285 0.229 712 0.180
39- 0.214 827 0.134
447 0.200 869 0.152
463 0.108 883 0.115
483 0.258
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Using the set of composite modal loss factors, the modal frequency

response of the damped plate was computed using MSC/NASTRAN. Modal

damping was introduced to the model using the SDAMP option in the Case

Control Deck and the TABDMP1 damping table in the Bulk Data Deck as

described in the MSC/NASTRAN Handbook for Dynamic Analysis [Ref. 17].

Since NASTRAN uses a linear interpolation between points in the damping

table to describe the modal damping in the model [Ref. 7], a simple curve fit

was applied to the set of composite modal loss factors as shown in

Figure 5.4. Points from this curve fit were then used in the NASTRAN

damping table. To compute the modal frequency response, a unit excitation

force was applied at the same node as the undamped plate, and the node

used for the response was also the same as the undamped plate.

The results of the modal frequency response calculations are shown

in Figure 5.5. The dashed line represents the undamped reference plate,

and the solid li,-e represents the modal frequency response of the single

layer configuration. Material properties at 200 Hz were used for the

ISD-112 damping material. The first thirty modes were used in the modal

summation for the response. A listing of the MSC/NASTRAN data deck

used to compute the modal frequency response is in Appendix D.

The modal loss factors estimated using the modal strain energy

method are compared to those measured experimentally for the single layer

configuration in Figure 5.6. The estimated loss factors are greater than the
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experimentally determined loss factors throughout the spectrum of

interest, and especially in the middle frequencies.

The modal frequency response of the single layer configuration is

compared to the experimentally measured frequency response in

Figure 5.7. The comparison was accomplished by normalizing both the

experimentally determined frequency response and the frequency response

computed in NASTRAN. Both responses were normalized using a value of
in/sec2

1.0 lb c The effects of the greater loss factors estimated by the modal

strain energy method are obvious as the level of the predicted response is

lower than the measured response. The shift in frequency between the two

curves is due to the finite element model being inherently stiffer than the

actual system. The correlation between the two curves is especially good

below 250 Hz as this is where the differences between estimated and

measured modal loss factors are the least.

C. DOUBLE DAMPING LAYER

The modeling of the double constrained layer damping system was

accomplished as shown in Figure 5.8. The double layer configuration

consists of a base layer modeled with offset QUAD4 elements, two

viscoelastic layers consisting of HEXA elements, and the top constraining

layer modeled with offset QUAD4 elements. The middle constraining layer
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was modeled using three layers of HEXA elements in order to give this

layer the stiffness necessary to act as a constraining layer. The model was

meshed using 60 elements in each layer as shown in Figure 5.8.

Using this model, the modal strain energy method was applied to

determine approximate modal frequencies and loss factors for the double

layer configuration. To determine the loss factors, normal mode

extractions were performed using reference frequencies of 50, 200, 500, 800,

and 1000 Hz. A composite set of modal loss factors for the double layer

system was then compiled based on the estimated modal frequency's

relation to the reference frequency used to calculate modal strain energies.

This composite set of modal loss factors is listed in Table 5.2, and is plotted

in Figure 5.19 as a comparison to the experimentally determined modal

loss factors for the double layer configuration. The estimated modal loss

factors for the double layer show high damping, but they compare favorably

with those measured experimentally.

The modal frequency response of the double layer configuration was

computed in a manner similar to the single layer in that smoothed loss

factor data was used in the MSC/NASTRAN damping table. Likewise, a

unit excitation force was applied, and the first thirty modes were used in

the modal summation. The results of the modal frequency response

calculation are shown in Figure 5.10. The dashed line represents the

undamped response, and the solid line represents the frequency response of

the double layer configuration.
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TABLE 5.2. ESTIMATED MODAL LOSS FACTORS FOR THE

DOUBLE LAYER USING THE MODAL STRAIN

KNERGY MEITIOD.

f(Hz) n f(Hz)

59 0.278 544 0.209
89.5 0.219 578 0.141
140 0.239 593 0.131
189 0.213 659 0.177
258 0.214 754 0.102
300 0.205 783 0.076
402 0.179 802 0.144
427 0.176 956 0.077
456 0.264 969 0.111
486 0.242 994 0.048

The frequency response calculated using NASTRAN was compared

to the experimentally determined frequency response of the double layer

configuration as shown in Figure 5.11. Comparison of the two frequency

response curves shows similarity in form, but a much lower response level

for the numerically determined response. Once again this could be due to

the higher damping predicted by the modal strain energy method and the

inherently higher stiffness of the finite element model.
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D. POCKET PLATE RESULTS

The pocket plate configuration was modeled with the same offset

plate elements and solid viscoelastic elements as the single layer

configuration. However, the pocket plate required the modeling of the

milled structure around the viscoelastic material and the welds between

the cover plate and milled plate. A representation of the model is shown in

Figure 5.12. The base structure, cover plate, and the structure immediately

around the cover plate was modeled using offset plate elements. The

viscoelastic material and the portion of the structure immediately adjacent

to it were modeled using the solid HEXA elements. Since the viscoelastic

material and cover plate are physically separated from the surrounding

plate, except where the viscoelastic is --Ihered to the base structure, care

was necessary in creating the finite element mesh.

The model was created in PATRAN using PATRAN's node editing

and equivalencing capabilities [Ref. 18]. This allowed the generation of a

finite element mesh with two nodes at the same geometric point in space.

Using this node editing technique, a mesh was created which allowed the

viscoelastic and cover plate to vibrate separately from the surrounding

structure, yet at the same time, keep the number of elements and nodes in

the model to a minimum. The welded points on the cover plate were also

modeled using node editing techniques. At weld points the finite element

node on the cover plate was equivalenced with its corresponding node on the

base structure, resulting in a single node and a connection between an
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otherwise separate base structure and cover plate. At non-welded points

on the cover plate there were two nodes at the same geometric point; one to

represent the cover plate, and the other to represent the base structure. The

model was meshed using a 5x11 mesh resulting in 40 elements in the cover

plate, viscoelastic and base layer as shown in Figure 5.12.

Using this modeling scheme, the modal strain energy method was

employed to estimate the modal frequencies and loss factors. Normal mode

extractions were made using viscoelastic material properties at 50, 200, 500,

800, and 1000 Hz. Using these reference frequencies a composite set of

modal loss factors was obtained. These loss factors are listed in Table 5.3

and are plotted versus frequency in Figure 5.13. The estimated loss factors

give good damping over the spectrum of interest with an average modal loss

factor of 0.075. As with the previous cases, damping values used for the

modal frequency response calculation came from a curve-fit to the set of

composite modal loss factors.

The modal frequency response of the pocket plate was computed

using the first 30 modes and viscoelastic material properties at 200 Hz. The

resulting estimated frequency response is shown in Figure 5.14. The

response shows a definite frequency shift to the left along with good

damping of the frequency response when compared to the undamped

response.
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The estimated modal loss factors and modal frequency response for

the pocket plate were compared to those measured experimentally. The

loss factor comparison is shown is Figure 5.15 and the frequency response

comparison is shown in Figure 5.16. The estimated modal loss factors are

higher than those measured experimentally, however, the frequency

responses compare quite favorably with each other. The frequency

response curve calculated through finite element analysis has a lower

response level and a frequency shift to the right of the measured frequency

response. This is expected due to the increase in damping predicted by the

modal strain energy method and by the fact that the finite element model is

inherently stiffer than the physical system

TABLE 5.3. ESTIMATED MODAL LOSS FACTORS FOR THE

POCKET PLATE USING THE MODAL STRAIN

ENERGY METHOD.

f (Hz) f (Hz)

67 0.046 511 0.113
109 0.034 588 0.104
162 0.091 625 0.086

217.5 0.063 668 0.089
295 0.091 713 0.077
333 0.047 831 0.077
453 0.07 834 0.065
477 0.093 868 0.051
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VL CONCLUSIONS

Constrained viscoelastic layer damping is an extremely effective

method for reducing broadband vibration. In each of the experimental

cases the peak amplitudes of frequency response were reduced by

approximately 25 decibels, a reduction of 18 times below the undamped

reference plate.

In a comparison of experimentally determined modal loss factors for

the four treatments, the double layer configuration yields the largest

damping and the pocket plate the least as shown in Figure 6.1. Of

particular note are the performance of the pocket plate and floating element

configurations. Although they are not ideal configurations in terms of

"true" constrained viscoelastic layer damping, the damping levels achieved

are quite satisfactory. As was previously reported in Section IV, the

floating element configuration yielded an average increase of 25 percent

over the modal loss factors of the pocket plate. It is also noted that the

average modal loss factor for the pocket plate is approximately 50 percent of

the average modal loss factor of the single layer configuration. Similarly,

the average modal loss factor for the floating element configuration is

approximately 50 percent that of the double layer treatment.

The modal strain energy method tends to overpredict the modal loss

factors by as much as 50 percent for these highly damped, thick plates.
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Figure 6.2 shows that, although the modal strain energy method predicted

modal loss factors greater than those measured, the same relative

differences in modal loss factor between damping configurations are

maintained. The estimated modal loss factors for the pocket plate are

approximately 60 percent less than those of the single layer configuration.

This indicates that there is a consistency between the damping values

predicted by the modal strain energy method and those of the actual

physical system.

There are several possible reasons for the differences between the

experimentally determined modal loss factors and those estimated by the

modal strain energy method. The first is that the material properties of

ISD-112 as reported by the 3M Corporation on the reduced frequency

nomogram may not be consistent with the material properties actually

present in the material used. Since the numerical analysis was based on

the reported material properties this is a possible source of uncertainty in

the results.

The second source of uncertainty is in the adhesion of the ISD-112 to

the aluminum plates. Although the plates were clean when the ISD-112

was applied, it was noted that the adhesive qualities of the ISD-112 were not

uniform throughout the material. A lack of adhesion may cause a

reduction in the damping capability of the system.
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Another source for the difference between the experimental results

and numerical results lies within the finite element model. The number of

elements used in the model greatly affects its "stiffness." As the number of

elements is increased the model should become less stiff and results are

expected to approach those that are measured. Also, the type of element

used to model the base layer and constraining layer may have an effect. In

this research plate elements were used to model both the base and

constraining layers. It is possible that one or more layers of solid elements

may produce results that agree better with experimental results.

One drawback to the modal strain energy method in design is the

large amount of CPU time required for normal mode extraction and modal

frequency response; especially in complex structures with a large number

of elements. Therefore, altilough the modal strain energy method is good

for analyzing a design, it may face a big difficulty to be used for design

optimization due to the large amount of CPU time required for normal

mode extraction and modal frequency response calculations.
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VII. RECOMMIENDATIONS

The thick plate used in this research is a generic model of many

physical systems that may see use in naval application. There are several

areas which deserve more research and clarification, including the

following:

* Model the floating element configuration in finite elements and

check the effectiveness of the modal strain energy method in

predictiig modal loss factors for this configuration.

" Investigate the relationship between mode shapes and damping

values. It seems some modal damping values are very low due to

their twisting mode shapes.

* For pocket plate and floating element configurations, weld the whole

cover plate (continuous weld) and investigate the damping

characteristics to compare the vibration reduction capabilities of

the two different milled plate damping treatments.

o Investigate methods for improving the adhesion of ISD-112 to the

base structure and constraining layer.
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APPENDIX A

FORTRAN PROGRAM USED TO COMPUTE MODAL LOSS FACTORS

FOR THE SINGLE DAMPING LAYER DESIGN

This program used the Ross-Kerwin-Ungar equations of Section III

to compute estimated modal frequencies and loss factors for the single layer

configuration. Modal frequencies for an undamped plate are read from a

data file and estimated modal frequencies and loss factors for various layer

thicknesses are output to another file. Material properties of ISD-112 are

computed using University of Dayton data and curve-fitting equations to the

reduced frequency nomogram [Ref. 9,12]. The units used in this program

are pounds, inches, and seconds.
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C III u 125 1110111111Ils. I no rAII BASE ('LAir 1111IVI~lfV THlE Vl,;:'OLLAI IC-
C IIICJL; IS VA I 1 IP01 U 0. U15 1 0 0~c, 1100111, HI11 1) 0 15 IllOt
C IMAIUMS1. f Of? EA(A i VC OV , IA I C lllCKM SS flit!CN (:IAIlitlih
C LA'uLP TlICKU11E7, IS VA kI L D 1,0110 06 c2 5 10 0 . 25 INCHES~Z III
C 0 0625 I ItCHII 1CRCIIIIS.
C ITilIS PRO0;RAI I A PI ICS 10 A rOE'E-rREE-FRfE-rRVF 'L A IE .

C THE VISCOCLASIIC IIATERIAL IS 31' ISD-112.
C
C THE FOILOIII C01rIE THIlS ARC DEFINIED:
C El rYULIIG' S 110IIIS OF orBASE PLA~TE (PSI)
C [ 2 =JI 111WS 1100I113 OF V ISCOF LASI IC I rER ( P',
C E L IHUNG'S MHOULUS OF COlILSRAIIIING LAYER (P'SI)
C G,2 I I VA R I1100D01US u V or S 3C UE LASI I C IATI E RI AL ( PS I
C [fill I'ULSSOII'S PATIO1 OF BIASE Pt AlE
C Iu 02 PUISSUII'S RAT1110 OIF VISCOELASTIC MATERIAL
c Ill r IIIICKIECSS Or BASE PLATE ( 111)
C If 1111IHIIISfS OF VlISCOLLA-TIC I AYER ( III)
C 11, THIICKNEISS OF CU1I2URAIIIG [AIER (111)
C 11101 =10TAL PLATE THIIMIESS (110)
C im =IO iNciisITy or I1A$1E rLATE d LI1-SECx)2/lI1*I4,)
c M;00)2 =)LIS I IY OF VISCOELAS)JC HATERIAL
c FIILOS = DISI IY OF COIISTRAIIIIIIG LA'rFI
C 1 0, F R 0 1I IR 0 1IIL, tI L ETFROL,SL ,511, FRO[ , 8 C ARE COEI FICILI111S
C FOR TIHE REDUCEDT FREQUENICY NIOMOGRAMI EQUATIOINS
C FP IIOD011 FREQUENICY OF THE U1IDAIIPED BASE PLATFE (11Z)

F CP1 MODAL) FREQUEIICY OF THLE COITIPOSI IE PLATE (ILL)
C EIA2 LOSS I-ACTOR Of VISCOELASIIC IIAIFRIAL
C ETAS = SYSiEIi LOSS FACTOR
C KQR IHAVE LIUIIITr.P Of PLATE
C GC = GP.AVITAI IOIIAL [0NSTAT (111 UN'SC*)2
C T =T[IERATURE OF VISCOFLASJ51C ITAIERIAL (DEG F)
C IIE = IIODAL FREQIILICY OF UNIDAMPED PLATE (RAD/SEC)
c - = N;ODAL IREQUEIICT OF UIIDAHlPED PLATE (HZ)
c lICE =ODAL FREQILEJICY OF DAIWED P1 ATE (RAL)/SEC)
C I[CE =100111 FREQUENCY OF DAMIPED P'LATEF (11Z)
C
C THlE UNITS USED III TLIS PROGRAM ARE LB, IIICIII, SEC, DEGREES F
C
C UIIOAILTEED MODAL FREQUEIICIES ARE FROM A FINITE El EMICIIT ANALYSIS
C OF TILE FREE-FREE-FREE-FREE PLATE.
C
C RESULTS ARE OUTPUT TO DATA FILE "1LOSFCIR DATA"
C PRIOR TO RUNINGLL THE PROGRAM TYPE THlE CITIIAIID
C "FILEDEF LOSFCIR DISK LOSVCIR DATA"
C
C FIIII1TE El EfITEIT MODAL L REQUELICI ES ARE INIPUT FROH I Elit
C "ELTFRQ DATA"
C

C
REAL El. , 2, 113,N1, 11012, 111, 112, 113, RLLOl , RLLO?2, RfIO3, III10T
REAL 1O,FRUI1,ITRUI,1,IL,tETFROL,SL,SI,FROLC
REAL FP,fCP..ETA2,(TAS,KQR.I'1 ,GC. T
REAL E-IO,EIA210,SUI1I .SULT2,511L33,111
REAL Itll, .1131 ,.G, Cl At L'TIRE, AtiPitiL , LIRE, B 111, DF IRE
REAL DEL 1I1, ELICULIE , SUB" , SUB5, , CII' ID0, ,i' [iLSUBIS, SUB?, 5018
IIItEGER V
DIIIELISIOLI IIPM8

C

OI'LIL(UIII I 1 ,l ILL='EL IFRQ' ,STAIUS '01 DI')
C
C A15G1 11 lS PIAL COIISTAI~I S FO? ['1SIE PLAl 17OIS0I 11 LAYER
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C All!) VISCOELASTIC

P10 1. U96 8

RIIU': 0" 5
c - 1 .?
R11O3r .0968

((: 5

C
C DEFINE COIISTAIITS FOR NJOMOGRAM EQUATIONS
C

TO0 10 4. 0
rRO1=2 . 0E4
1111011=688 .9(1

N-. 275
111, =8.7
ETFrPOL=1 .08
SL = 0 .4 5

ii -. 55
F1RO1 5000 .0
C =2 .5

C
C BASE PLAIE THICKNESS LOOP
C

Il =0 . 375
Do0 100 J=1,4
WRI TE(10, 703) ' BASE PLATE THICKNESS, HI1:'ll

703 FoRrIAT(A27,*F4 .3)

C
C VISCOELASTIC THICKUESS LOOP
C

H12=0. 015
DO 150 V=1,e4

C
C CONISTRAIING LAYER THIICKNIESS LOOP

Vi3=0 . 0625
DO 200 L=1,4
IIRITEC10,702) 'VISCOELASTIC LAYER THICKNESS, 12=',112
1II IE( 10, X))
IRI IE(10, 702) 'COUlSTRAIIIG LAYER TIIICKIIESS, HlS=,113

792 FORrlAT (A35, F6 . -)

l-IRITE(10,700) 'TEI iP', 'MODE', 'FCP', 'ETA2'. 'ETAS', 'G2'
700 FURfiAT (A8, 3X,A5,4jA15)
C
C PLATE HOVE LOOP, READ MIODAL FREQUEIICY A1JD COMPUTE H1AVE NUMBER
C

HirOT =H1 4112 '113
DO 300 1=1,8

C
C CALCULATE MODAL FREQUEN1CY A14D IIAVE IIWIIBER OF BASE PLAME
C.

SUB7 = ', R ((E ~iO ))3 * C / 2 (I.-I1x 2 RI1x(
KQR=IIP(]I)/SUEJ7
FP=IiF'( I )1(2 . PI)

C
C TEMPERATURE LOOP
C

T=30.0
DO 400 K=1,15

C
C CALCULATE PROPERTIES OF VISCOELASTIC FOR GIVEN TIMPERATURE AND
C HO 0E
C
501 FR10:tDGIO(Fr)-(i2.x(T-TO))/(525.4 -TO)
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A -([0 1 0-1 0", 1 0 ( I0 R OL/C

LI A?21U L01 I I I 0 1 S~u ) ' b I

C
C l O1Ajl OS . [IA 101

SlO H 2 ,)". N L 0W I()( IlIN UIV IIL

l11O=LUGI0((lL)4SUD2/SU13
C
C VISCUELASlIC SHEAR IlUIULUS
C

G 2 =10 .x (1 10)
C
C VISCOELASTIC YOUllG'S MIODULUS

C
C CALCUL.ATIONIS FOR DAMPED rLATE AT TEtirERATURE T USINIG R05S-
C KLRIIIII-UINGAR EQUATIONIS
C

GG2,(F3xIf3xII2NKQR)

AORE1iGl1Ell2i~El3(14DNET2NC+*A2

51 l1I El (IilE 2xli2 Mii 31 i(Cl l ETA2- 0)
SU[18=2.iGxE2x1I23#E3xII3Mll21*NilC
DELRE:SUB8*((1.-(EIA2*x2.))4(DX(2.*ETA2f)
DFLIM:=SUB8NCI(C2.)(EA2-D.-(ETA2~x2. )))
SUB04(12./(Cl2.4W3,2.))(AlPRE-IRE-DELRE)
EliCUIE(E1#(lI133.))4E3x(II3,x3. )4SUB4

C
C 11ODAL FREQUE11CY or DAM4PED PLATE
C

DFtIS=Rlil)(Il14RlIO2i#Hl2+I13XR1103

I1ICPzKQR)(SQR1 (SU15)
FCP=IlICf/(?.1PI )

C
C COMPARISOU Or Fr AND rCP
C

iF (ADS(1.-rP/rcp).LE. 0.1) THEN
GOTO 500

ELSE
FP=FCP
GObu 501

ElIDIF
C
C COMPUTE SYSTEMI LOS5 FACTOR
C
500 SUB6=(12./(Clxx2..Dx*)2. ))x(ALT'Ill-III-DELI( )

EfAS=( 1./ElCUDE)xSUB6
C
C PRIlIRESULlS
C

IIRIIE( 10.701) T,I,Fcr,EIA2,[TAS.G2
701 l:URIAT(SX,F7.3,2X, 12, 3X,'E15..,)
C
C NEFXT T FIIERATURE
C

C
C HEXT 110DE
C

IIRI TEC 10,x)
300 ColirilluE
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C CIII) IIL~ CN IIIN r~~
C

IfrI' 10. 0625
.700 CUnII I I UC

C IILXF VISCOELASI IC LAYER 11IICKIIES

112=H10 015
150 ColI I.UE

C IIEXr BASE rLATE INICKIESS
C

III =111 4 0. 125
100 CnIIllIE

CI 0SEZ( 1,11IT=10)
CL USE(I011111 11)
EIIV
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APPENDIX B

FORTRAN PROGRAM USED TO COMPUTE MODAL LOSS FACTORS

FOR THE DOUBLE DAMPING LAYER CONFIGURATION DESIGN

This program uses the Ross-Kerwin-Ungar equations of Chapter 3

to compute estimated modal frequencies and loss factors for the double

layer configuration. Modal frequencies for an undamped plate are read

from a data file and estimated modal frequencies and loss factors for

various layer thickness combinations in the double layer configuration are

output to another data file. Material properties of ISD-112 are computed

using University of Dayton data and curve-fitting equations to the reduced

frequency nomogram [Ref. 9,12]. The units used in this program are

pounds, inches, and seconds.
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f'J:1J(;Ar I IIIIOu YR
C
C
C
C IH 113 V F 1IWAII COTIP IF, t' )I E SYS 11[11 05 j F A(' OR AlIID M1ODAL REQUf NCY 01
C A DMuI3L F COIIS I IAIit- 1 L Al (R VISCUELASI ICALL Y IIAIIN7 1) I'LA I E. IlL L 0---
c I r I ok APE C0O11'11I FU 1Vf? A rXEC I VIC [h A I F/lAIIII11I0 L AYER
C CUM I 4]nAl lullOf AND) OVLR A I EIlILRAI JR' RAIIG; IOF 30 -L1O0 D[:Gfr[ES
C FARLoIIE I

C IIS PROGRAM APPLI1ES 1O A FprPE-FREE-rpiF- F REE PLAT E ANDIT HIE UIIDAIPD
C FIMIAL I REQUE IICI ES ARE DEI ERrIIICI [P011 [I III I C EL EI1EIII AIJALYSI S AOlm
C ARE READ I10 IHIS PROGRAMl VROHl FILE IPLIfl Ro'
C
C THE VI'COELASTIC MATERIAL IS 311 150-112. VISCOELASTIC MATERIAL
C DATIA Ij [R OfI Ull IV ERS I Y OF DAY TOO RESEARCH I IISII U IE
C
C THE tjIJI IS U.3 -1 IN Till S PROGRAMI ARE L 3, INCII, S'EC, AIID DEGREE.) F.
C
C LOSS FACTORS, DAMPED PLATE NIODAL FPtQUEHC IF.S, AND ISD- 112 PROPER] IES
C ARE C0IIPUI ED III !;UBROUT IIIE 'RKU' F(JR EACH Il-Ill COlSI RAIlIED LAYER
C SYSTErl. UPONf COlIPLET 1011 OF EACH 1 EIIPERA TORE COIIP(IT ATUl 1011HE SYSIC l
C LOSS FACTOIR AND CORRESPONJDINGI DAIIPED PELl U FREQUENCY ARE lOUT TCll 10
C FILE IIUOLYR DATA'.
C
c THIE mOI 1001(11 COEFF ICI HITS ARE DEFN ED!
C El= YOUNGIS II000LIIS OF IIASF PLAIE (PSI)
C ES EQUIVAL ENT YOUUG'S (10001 US OF 14-111 COtIIRAIIIED LA YER SYSTLiI
C E3IR11 YOUNIG'*S IIODULUS or 1THE COIISI RAI IIIIHG LAYER IN N-1 (1I Afl-N
C EHCODE =EQUIVALENT STIFFNESS OF CONISRAIIIED LAYER SYSILIi
C ETAS =SYSTEMl LOSS FACTOR
C EIA3 =LOSS FACTOR OF 11-T1O CONSTRAINED LAYER SYSTEM
C EIA3PM =LOSS FACTOR OF CONSTRAINING LAYER I11 IIIE Il-Ill LAYER (=O
C FCP FREQUEII1CY OF THE DAMPED PLATE (HZ)
C FRP FREQUENICY OF UNIDAMPRED PLATE (HZ)
C GC GRAVITATIONAL COIISTAIJI
C Ill THIICKNIESS OF BASE PLATE
C H12 THIICKNIESS OF 1ST VISCOELASTIC LAYER
C 113 =TIJICKIIESS OF 14-TO COIISTRAIINED LAYER SYSTEM
C IV# TOTAL DAMPED PLATE 111ICKIIESS
C IIIPRM = THIICKNIESS OF BASE LAYER INl Il-Il LAYER
C II2PRM= THICKIIESS OF VEIIl III f-TO LAYER
C Ii3PRM TOlICrIIESS OF CONISTRAININIG LAYER Ill N4-TO LAYER
C KQR = WAVE IlIlBER OF UlIDAIIPED Pt ATE
C 1101 = POISSON'IS RATIO OF BASE PLATE AND CONISTRAIIIIIIG LA'.LRS
C 11012 = oissoN'S RATIO OF VISCOELASTIC fIAERIAL
C IIU2PRM =POISSON'S RATIO OF VEM I11 11-111 LAYFR
C RIJI = DENSITY OF BASE PLATE AND COIISIPAlIII(G LAYERS
C R1102 =DEIISITY OF VISCOELASrIC MATERIAL
C R1102PM =DEN4SITY OF VEM4 Ill fl-TOI LAYER
C P1103 =DENiSITY OF 14-111 LAYER C= RHOI)
C RHO03PI-I = DENISITY OF tli-TII LAYER COIISTRAII1IING LAYER
C T TEIJPERAIURE VARIABL.E
C IIP FREQUENICY OF UIIDAIIPED PLATE (RAD/SEC)
C
C C, ETFROL ,FROL, FRnIIML 11RO1-, 1, Ill, SI TO =COEFFICIENIS FUR THlE
C REDUCED FREQUENCY IIOMOGRAM EQUArIOIIS
C

REAL C, El,E3, F3PR4, ENICUDE, ETAS, ETA3,ETA', 1ETFROL , [C,rp,[ROL
REAL 1-ROt,6C.Ill 11,t3i ,4 H 17111, 112PRIN. 1131'RIIKQR,M-L 11RUMl 11, 001
REAL fiNj, 1102PM,rP1, RiI~l ,RI1]?, RIio2PN, 5,51, SID 1, I, TO, lIP
REAL RI113, R110PI1

C
DI(IEIISIOII IIR( 1?)
P1=4 . OxATAII(1. 0)

C

C ASSIGI LAYER gIIICKIIESSES
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C 111 70 .5
II 1,, ) V 5Ii2-u 015
II I'l 1 0 ) , 7 5
I1I I I -0 IO S '

tl1 --II IB '1 1 11211,11 31 'RI

C
C ASSI GII IIAI[ IAL COrIISIAtIIS
C

[IrI .0E7
RIIUI :11 .0968
111=1:0. 33
P1102:0.035
I 2 0: .49
RI102f10: 0 35
IIZP, I= 0 . 5
RHO',=0.0968
E.'Rf1--" 1 .0E7
RI1O3rni 0. 0968
EIA$IIhO0.0

FA 3 = 0.0
C

GC= 386 .0
C
C DEFIIIE VISCOELASTIC COISTAIITS FOR IIOIIOGRAM EQUAI ION1S
C

TO= 104 .0
FROM:? . 0E4
INP(111:688 . 94
11=00.275
11 =8.7
ETFROL=1.08
S.= 0 . f,5
SI=-0 .55
FROiL=5000.0
C:2.5

C
C IIRITE PLAIE CHIARACTERISTICS

HIRITE( 11,700) 'Ill = ,Ill

IIRITE(11,700) '112 =',12
I IIIE( 11,700) 'IIIPRIHE ' ,tIPRII
IIRIIE( II,700) 'II2PRIHME =',1121IRM
IIRI IE( I1,700) 'II3PRIIIE =' ,If3RI I
INI I E( I I, X )
111IRIIE( I I~w

700 IORIAT(AI2, F6.5)
IIRITE( 11,701) ' I EIP' , 'HODE', 'FCP', 'EIAS'

701 IFRIIAT(A8, 3X,A5,2A15)
HIRITE( 11,]w

C
C PLAIE MlODE LOOP
C

DO 100 1=1,17
READ(10,) HP(1)

C
C CALCULATE IIODAL FREQUEIICY AID IIAVE IIUiBER or UIIDAMPED PIAIE
C

SUBI:SQRT((FI, (lIII 3 )}GC)/(12.X(I.-IIUlxx2)XRIIO! Ile, ) )

K R :111' (1 I )/SB1
Fi':I-i I1)/( 2 . xrl

C
C TEIIPERATURE LOOP
C

T=30 . 0
DO 200 K-1,15

C
C CoPUTE SYSIEli LOSS FACTOR AID SiIFFIIESS FOR Il-l LAYLR
C
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Cl I A'llI, I. P,KQR,LlA 1.[lI UL,[FCp, To, I jNUlI,k l, 11,11L ,ElI ROL, 5L,11,
C I KO I . L

C
(c CO.l1 , r11 fITS FROll 11-111 LAYER CAILCULAI IOUi 10 TOTAL Cl Al E

C I A,= rc.i u

C

C

C PRINT R[SU'LTS
c

''RITEC 11,7U2) 1, i,FFP,ETA7.
70", [ORII(5X,FZ .3,.2X; I2,X,2EI5.t4)

C NEXT TEMERA I OE
C

IO0 COillitic
C
C NEXT HOPEC
C

L1IITEC I ,x)
100 COII II IlUE
C

CLOSE(IMIIT:I 1)
CL OSE( UI 110)
END

C

C
C

SUBROUTINIE RKU(Hl,H12,113,EI,RHOig,tIUl,fIU2,RI102, E3,RI103,ETA3,TFP,
CKQR, ETAS, EliCUBE, rCP, TO, FROMI,IMROMII,l,(L, El FROL , SL , S11, FROL ,C)

C
C ~XX XX X X XX MX X X XX( MXXM
C
C THIIS SUBROUTINE CALCULATES VISCOELASTIC PROPERTIES BASED 011 THE
C UNIVERSITY OF DAYTONl REDUCED FREQUENCY NOMOGRAM EQUATIONS, ANDL T11111L
C CALCULATES PLATE STIEFF1ESSES AND LOSS FACTORS BASED ON4 THE RUSS-
C KERIIIIH-UILGAR EQUATIONS1.

C THlE FOLLOIIING ADDITIONAL VARIABLES ARE DEFINED FOR USE INIII1S
C SU)BROUTINlEt

C A =COEFFICIENIT FOR NO0110GRAII EQUATIOtIS
C ALPI$IMl,ALPHRE =IMAGIUARY ANID REAL COMPONENTS OF COEFF-ICIEtII
C ALPHA IlI THE RU EQUATIONlS
C DIII, RE = IMIAGIIIARY ANID R.EAL COMIPONIENTS OF COEFFICIENT '0' 111
C THlE RKU EQUATIONS
C C1,D = COCFFICIFIIIS FOR RKU EQUATIDNIS
C DELIMDELRE =IMAGINIARY ANID REAL COMIPONIENTS OF COEFFICIENT
C DELTA INl THE RKU EQUAlICOIS
C DENS = COMRIIIATIlol OF MATERIAL DEN1SITIES USED TO COHPUl E THIE
C FREQUENICY OF 111E DAMPED PLATE ANID DAMIPINIG LAYERS
C EIICUIIE =EQUIVALENT STIFFNIESS OF DAMlPED PLATE AS COMIPUTED
C USIIIG RKU EQUATIONS
C ETA2 = LOSS FACTOR OF VEMl COMPUTED III NOMO1GRAll EqUA IONIS
C EIA210 LOGIO(ETA2)
C ETAS :SYSTEMI LOSS FACTOR COMPUTED BY RKU EQUATIONS
C FCP =MODAL FREQUENCY OF DAMPIED PLATE (117)
C FP =MODAL FREQUENICY OF UN1DAMPED PLATIE (lIZ)
C FR =REDUCED FREQUENICY OF VEMl
C FRIO =LOGIn(FR)
C G2 ShIEAR IICINULIIS OF VEM

C lI~l,113 = RKIJ EQUAIIUII F(JEFFICIF.NTS
C 1110 =LOGIU(GZ? AS CUMI'UI ED By liuriIUGRA(M EQUAlIII'
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c uci' FRI-QtJICl1 Or DAMP[EDI I'LAlIFC RAD' S[C)

C

REAL, A, ,AlI'ruIl AIPLIRE , DIM, BRC, C,C c, D, DLL 111, UF.I RE. DENS1, El, E2, F3
N LA L 1-1COD~1 FA', L IA3, I-IA21I0, [lIAS, EU1, rCr, rr, Rp, FRI 1[ROL , I RUHl
RCAL G ,G11, (,C ,Ii ,I 12,it , 12 1 , l. ,KQR , H 1, L NIG 1 , IIU I , lu2, P I, RlI
REAL R1102,RI P1351.1, L U111 , SO D2 , SU0B SO JEW SUDS5, SUIb6 , 50B17, SU B8
REAL )O J9 SUB 10 SUB I I, f, 10 ,I ICP

GC= 386 .0
C
C CALCULATE PROPERTIES OF VEIl FOR GIVEN TEMPERATURE MID MlODE
C
501 FRIO'10G10([P)-( 12.X( I-TO) )/(525.4T-TO)

FR' 10.Yx( ER 10)
A'(ERI 0-LOGl 0( fROL M/C
SUBI =CxEC(SL 4,SIIMA f( SL-511)x(1 I.-SQRT( 1. ..AX2) )/2.
IEIA2I0=LOG1O(ElFROL)4SUD1

C VISCOELASTIC LOSS FACTOR
C

ETA2=10.3((EIA210)

C VISCOELASTIC SMECAR IlODULUIS

SIJD2=2 . LOG10(tMROrl/IlL)
SUB =~1. + (FPO(I/FR)i()IJ
III 0=LOG1 0UlL)+SUD2/SUD3

C
C VISCOELASTIC YOUNG'S MODULUIS
C

E2=G2x2.x(1 .4l02)
C
C CALCULATIONS FOR DAMPED PLATE USINLG RKU EQUATIONS
C

G=G2/( E3)EH3xH23KQR)

C1=EliflN(l.4G)+G1(E3)H3m(l.-ETA2xETA3)
D=GiEl ~II1 ETA2+OYE3xi3K( ETA2 ETA3)
S(ID', 'OxEl x Ilx~E 3 H3 (131xx 2)
ALPtlRE=SUJB4)(C1 x( .-ETA2*ETA3)+Dx( ETA24ETA3))
ALPHifIM'SIJl3N(CIX( ETA24ETt 3))
SUB = El )L1I iE2xII2NI31
BRE=StJD51((C14 DYETA2)
BlM=SUD5x(C1XFTA2-D)
5(106 =2.*KE2xII2xE3KII33)H21i xM3I
5007:1 .-2.*ETA2xETA3-(ETA2xx2)
SUnB=2 . ETA2+ETA3-( ETA2xm2))(ETA3
DEL RE:SIID6x(ClxSUB7 +DxSIJB8)
DELIfl=SUB6X(C1*SUB8-DxSUD7 )

C
SIJB(12./(C)O(2i0N12))X(ALPiRE-BRE-DELRE)
EIICUBE=El M( I143)I E3x( H3Xx3) +SUB9

C
C MODAL FREQUENICY OF DAMPED PLA.TE
C

DEIS=RI lfl . RI102 (1124 R1103311
SUBIO=(EIICUDENC)/(12j(UlxN2)xDEIIS)
1ICP=KQR'1SQRT( 50010)
FCP:i-ic/(2.xPI)

c comPARISO1I OF FP A14D rCP
C

IF(ABSlI.-rP/Fcr) .LE. 0.10) 11101
60)0 500

ELSE
FPErcp
GUiD 501
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C COriro I E SYS 1 111L I -A C 1 OR

500 $11511 =( 12. /(CIx Z4 LUX2) )X(AI Pliff-13Ifl-DEL III)

[I'D
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APPENDIX C

DESIGN DRAWINGS FOR THE MACHINING

OF THE FLOATING ELEMENT AND

POCKET PLATE CONFIGURATIONS

The drawings shown in Figures C.1 and C.2 were used to machine

the pocket plate and floating element plate used in the experiments. These

drawings are included to show the relation of the pocket for the ISD-112 to

the cover plate and how the viscoelastic was protected from the heat of

welding.
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Figure C.2. Design Drawing of the Floating Element Configuration.
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APPENDIX D

REPRESENTATIVE MSC/NASTRAN DATA DECK FOR

THE DAMPING CONFIGURATIONS

This data deck was used to compute the modal frequency response of

the single layer damping configuration and is a representative sample of

the NASTRAN decks used for the other finite element models. The values

in the damping table are from a curve fit to the modal loss factors estimated

from the modal strain energy method. Since the data deck for the normal

mode and modal strain energy extraction is virtually identical to this decK,

the Case Control deck commands for the normal mode analysis are

included, but are commented out.

The OUTPUT request provides data for an x-y plot of the modal

frequency response.

The units used in this deck are pounds, inches, and seconds.
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id single,eftr
3ol 30

$
$ *lt**tttt **itttifittti*t**titthhtt **hiliiilt*tiltt**ti*hi**

$ THIS DECK IS TO COMPUTE THE MODAL FREQUENCY RESPONSE OF A 15x15
$ INCH ALUMINUM PLATE WITH A CONSTRAINED VISCOELASTIC DAMPING LAYER.
$ THE MODEL HAS 252 ELEMENTS VITE 84 ELEMENTS IN EACH LAYER. THE QUAD
$ ILRMENTS AlE OFFSET FROM TUE 1El ELEMENTS AS SUGGESTED BY THE
$ LITERATURE.
$
$ THE MATERIAL PROPERTIES OF ISD-112 AIE FROM ES 3M CORPORATION.
$

$ THE NODAL LOSS FACTORS IN THE DAMPING TABLE ARE FROM A CURVE-FIT
$ TO THE SET OF MODAL LOSS FACTORS COMPUTED FROM THE NODAL STRAIN ENERGY
$ METHOD.
$
$ THE UNITS USED IN THIS DECK ARE POUNDS,INCHES, AND SECONDS
$ llt ttt illtttll~tt*ll*t itltta t t tttta ttti tattttll tl at

time 3000
cend

title MODAL FREQUENCY RESPONSE 1200 HZ 1 3H
method I
spc =

dload 10

frequency z 10
3damplng 101

set Ill 95
svector all

acceleration(plot,phase) III
output(lyplot)

xyprint acce / 95(t3)
$
$ tttliittAitt

S THE FOLLOWING LINES ARE THE CASE CONTROL DECK CARDS FOR THE
$ NORMAL MODE EITRACTION AID STRAIN ENERGY REQUEST

S method : 1
$spc=1
$ let 10 : all

$ set II = 169,tbru,252
$ ese II

$ *,tttittaita

BEGIN BULK

$ TITLE : SINGLE LAYER WITH QUAD OFFSET
$ DATA DECK PRODUCED BY PATIAS VERSION 2.0: 24-10V-89 08:31:48

GRID 1 45.0000 15.0000 0.51500
GRID 2 45.0000 15.0000 0.50000

GRID 3 45.0000 12.5000 0.51500
GRID 4 45.0000 12.5000 0.50000

GRID 5 45.0000 10.0000 0.51500
GRID 6 45.0000 10.0000 0.50000
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GRID 7 45.0000 7.50000 0.51500
GRID 8 45.0000 7.50000 0.50000
GRID 9 45.0000 5.00000 0.51500
GRID 10 45.0000 5.00000 0.50000
GRID 11 45.0000 2.50000 0.51500
GRID 12 45.0000 2.50000 0.50000
GRID 13 45.0000 0. 0.51500
GRID 14 45.0000 0. 0.50000
GRID 15 41.7857 15.0000 0.51500

GRID 16 41.7857 15.0000 0.50000
GRID 17 41.7857 12.5000 0.51500
GRID 18 41.7857 12.5000 0.50000
GRID 19 41.7857 10.0000 0.51500
GRID 20 41.7857 10.0000 0.50000
GRID 21 41.7857 7.50000 0.51500
GRID 22 41.7857 7.50000 0.50000
GRID 23 41.7857 5.00000 0.51500
GRID 24 41.7857 5.00000 0.50000
GRID 25 1.7857 2.50000 0.51500
GRID 26 41.7857 2.50000 0.50000
GRID 27 41.7857 0. 0.51500
GRID 28 41.7857 0. 0.50000
GRID 29 38.5714 15.0000 0.51500
GRID 30 38.5714 15.0000 0.50000
GRID 31 38.5714 12.5000 0.51500
GRID 32 38.5714 12.5000 0.50000
GRID 33 38.5714 10.0000 0.51500
GRID 34 38.5714 10.0000 0.50000
GRID 35 38.5714 7.50000 0.51500
GRID 36 38.5714 7.50000 0.50000
GRID 37 38.5714 5.00000 0.51500
GRID 38 38.5714 5.00000 0.50000
GRID 39 38.5714 2.50000 0.51500
GRID 40 38.5714 2.50000 0.50000
GRID 41 38.5714 0. 0.51500
GRID 42 38.5714 0. 0.50000
GRID 43 35.3571 15.0000 0.51500
GRID 44 35.3571 15.0000 0.50000
GRID 45 35.3571 12.5000 0.51500
GRID 46 35.3571 12.5000 0.50000
GRID 47 35.3571 10.0000 0.51500
GRID 48 35.3571 10.0000 0.50000
GRID 49 35.3571 7.50000 0.51500
GRID 50 35.3571 7.50000 0.50000
GRID 51 35.3571 5.00000 0.51500
GRID 52 35.3571 5.00000 0.50000
GRID 53 35.3571 2.50000 0.51500
GRID 54 35.3571 2.50000 0.50000
GRID 55 35.3571 0. 0.51500
GRID 56 35.3571 0. 0.50000
GRID 57 32.1429 15.0000 0.51500
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GRID 58 32.1429 15.0000 0.50000

GRID 59 32,1429 12.5000 0.51500

GIlD 60 32.1429 12.5000 0.50000

GRID 61 32.1429 10.0000 0.51500

GRID 62 32.1429 10.0000 0.50000
GilD 63 32.1429 7.50000 0.51500

GIlD 64 32.1429 7.50000 0.50000
GRID 65 32.1429 5.00000 0.51500

GRID 66 32.1429 5.00000 0.50000

GilD 67 32.1429 2.50000 0.51500

GRID 68 32.1429 2.50000 0.50000
GRID 69 32.1t29 0. 0.51500

GRiD 70 32.1429 0. 0.50000

GRID 71 28.9286 15.0000 0.51500

GRID 72 28.9286 15.0000 0.50000
GRID 73 28.9286 12.5000 0.51500

GRID 74 28.9286 12.5000 0.50000
GJID 75 28.9286 10.0000 0.51500

GRID 76 28.9286 10.0000 0.50000

GRID 77 28.9286 7.50000 0.51500
GRID 78 28.9286 7.50000 0.50000
GRID 79 28.9286 5.00000 0.51500
GRID 80 28.9286 5.00000 0.50000

GilD 81 28.9286 2.50000 0.51500
GRID 82 28.9286 2.50000 0.50000
GRID 83 28.9286 0. 0.51500

GRID 84 28.9286 0. 0.50000
GRID 85 25.7143 15.0000 0.51500
GRID 86 25.7143 15.0000 0.50000
GRID 87 25.7143 12.5000 0.51500
GRID 88 25.7143 12.5000 0.50000
GRID 89 25.7143 10.0000 0.51500

GRID 90 25.7143 10.0000 0.50000
GRID 91 25.7143 7.50000 0.51500
GRID 92 25.7143 7.50000 0.50000

GRID 93 25.7143 5.00000 0.51500

GRID 94 25.7143 5.00000 0.50000
GRID 95 25.7143 2.50000 0.51500

GRlD 96 25.7143 2.50000 0.50000
GRID 97 25.7143 0. 0.51500
GRID 98 25.7143 0. 0.50000
GRID 99 22.5000 15.0000 0.51500

GIlD 100 22.5000 15.0000 0.50000

GilD 101 22.5000 12.5000 0.51500
GIlD 102 22.5000 12.5000 0.50000

GilD 103 22.5000 10.0000 0.51500
GRID 104 22.5000 10.0000 0.50000
GIlD 105 22.5000 7.50000 0.51500
GRID 106 22.5000 7.50000 0.50000
GIlD 107 22.5000 5.00000 0.51500
GRlD 108 22.5000 5.00000 0.50000
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GRID 109 22.5000 2.50000 0.51500
GRID 110 22.5000 2.50000 0.50000
GRID 111 22.5000 0. 0.51500
GRID 112 22.5000 0. 0.50000
GIlD 113 19.2857 15.0000 0.51500
GRID 114 19.285? 15.0000 0.50000
GRID 115 19.2857 12.5000 0.51500
GRID 116 19.2857 12.5000 0.50000
GRID 117 19.2857 10.0000 0.51500
GRID 118 19.2857 10.0000 0.50000
GRID 119 19.2857 7.50000 0.51500
GRID 120 19.2857 7.50000 0.50000
GRID 121 19.2857 5.00000 0.51500
GRID 122 19.2857 5.00000 0.50000
GRID 123 19.2857 2.50000 0.51500
GRID 124 19.2857 2.50000 0.50000
GRID 125 19.2857 0. 0.51500
GRID 126 19.2857 0. 0.50000
GRID 127 16.0714 15.0000 0.51500
GRID 128 16.0714 15.0000 0.50000
GRID 129 16.0714 12.5000 0.51500
GRID 130 16.0714 12.5000 0.50000
GRID 131 16.0711 10.0000 0.51500
GRID 132 16.0714 10.0000 0.50000
GRID 133 16.0714 7.50000 0.51500
GRID 134 16.0714 7.50000 0.50000
GRID 135 16.0714 5.00000 0.51500
GRID 136 16.0714 5.00000 0.50000
GRID 137 16.0714 2.50000 0.51500
GRID 138 16.0714 2.50000 0.50000
GRID 139 16.0714 0. 0.51500
GRID 140 16.0714 0. 0.50000
GRID 141 12.8571 15.0000 0.51500
GRID 142 12.8571 15.0000 0.50000
GRID 143 12.8571 12.5000 0.51500
GRID 144 12.8571 12.5000 0.50000
GRID 145 12.8571 10.0000 0.51500
GRID 146 12.8571 10.0000 0.50000
GRID 117 12.8571 7.50000 0.51500
GRID 148 12.8571 7.50000 0.50000
GRID 149 12.8571 5.00000 0.51500
GRID 150 12.8571 5.00000 0.50000
GRID 151 12.8571 2.50000 0.51500
GRID 152 12.8571 2.50000 0.50000
GRID 153 12.8571 0. 0.51500
GRID 154 12.8571 0. 0.50000
GRID 155 9.64286 15.0000 0.51500
GRID 156 9.64286 15.0000 0.50000
GRID 157 6.42857 15.0000 0.51500
GRID 158 6.42857 15.0000 0.50000
GRID 159 3.21429 15.0000 0.51500
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GRID 160 3.21429 15.0000 0.50000

GRID 161 0. 15.0000 0.51500

GRID 162 0. 15.0000 0.50000

GRID 163 9.64286 12.5000 0.51500

GRID 164 9.64286 12.5000 0.50000

GRID 165 9.64286 10.0000 0.51500

GRID 166 9.64286 10.0000 0.50000

GRID 167 9.64286 7.50000 0.51500

GRID 168 9.64286 7.50000 0.50000

GRID 169 9.64286 5.00000 0.51500

GRID 170 9.64286 5.00000 0.50000

GRID 171 9.64286 2.50000 0.51500

GRID 172 9.64286 2.50000 0.50000

GRID 173 9.61286 0. 0.51500

GRID 174 9.64286 0. 0.50000

GRID 175 6.42857 12.5000 0.51500

GRID 176 6.42857 12.5000 0.50000

GRID 177 3.21429 12.5000 0.51500

GRID 178 3.21429 12.5000 0.50000

GRID 179 0. 12.5000 0.51500

GRID 180 0. 12.5000 0.50000

GRID 181 6.42857 10.0000 0.51500

GRID 182 6.42857 10.0000 0.50000

GRID 183 6.42857 7.50000 0.51500

GRID 184 6.42857 7.50000 0.50000

GRID 185 6.42857 5.00000 0.51500

GRID 186 6.42857 2.50000 0.51500

GRID 187 6.42857 5.00000 0.50000

GRID 188 6.42857 2.50000 0.50000

GRID 189 6.42857 0. 0.51500

GRID 190 6.42857 0. 0.50000

GRID 191 3.21429 10.0000 0.51500

GRID 192 3.21429 10.0000 0.50000

GRID 193 0. 10.0000 0.51500

GRID 194 0. 10.0000 0.50000

GRID 195 3.21429 0. 0.51500

GIlD 196 3.21429 0. 0.50000

GRID 197 0. 0. 0.51500

GRID 198 0. 0. 0.50000

GRID 199 3.21429 7.50000 0.51500

GRID 200 3.21429 5.00000 0.51500

GRID 201 3.21429 2.50000 0.51500

GRID 202 3.21429 7.50000 0.50000

GRID 203 3.21429 5.00000 0.50000

GRID 204 3.21429 2.50000 0.50000

GilD 205 0. 7.50000 0.51500

GRID 206 0. 5.00000 0.51500

GRID 207 0. 2.50000 0.51500

GRID 208 0. 7.50000 0.50000

GRID 209 0. 2.50000 0.50000

GRID 210 0. 5.00000 0.50000
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CQUAD4 1 1 198 196 204 209 -.25
CQUAD4 2 1 196 190 188 204 -.25
COUAD4 3 1 190 174 172 188 -.25
CQUAD4 4 1 174 154 152 172 -.5
CQUIID 5 1 154 140 138 152 -.25
CQUAD4 6 1 140 126 124 138 -.25
CQUAD4 7 1 126 112 110 124 -.25CgUAD4 8 1 112 98 96 110 -.25COUAD4 9 1 98 at 82 96 -.25
COQUAD4 10 1 84 70 68 82 -.25CQUAD4 11 1 70 56 54 68 -.25
CQUAD4 12 1 56 42 40 54 -.25COUAD4 13 1 42 28 26 40 -.25CQUAD4 14 1 28 14 12 26 -.25COUAD4 15 1 209 204 203 210 -.25CDUAD4 16 1 204 188 187 203 -.25
CQUAD4 17 1 188 172 170 187 -.25COUAD4 le 1 172 152 150 170 -.25
COUAD4 19 1 152 138 136 150 -.25CQUAD4 20 1 138 124 122 136 -.25COUAD4 21 1 124 110 108 122 -.25
COUAD4 22 1 110 96 94 108 -.25
COUADH 23 1 96 82 80 94 -.25
CQUAD4 24 1 82 68 66 80 -.25COUAD4 25 1 68 54 52 66 -.25COUAD4 26 1 54 40 38 52 -.25COQUADI 27 1 40 26 24 38 -.25CQUAD4 28 1 26 12 10 24 -.25CQUAD4 29 1 210 203 202 208 -.25
COUAD4 30 1 203 187 184 202 -.25CQUAD4 31 1 187 170 168 184 -.25COUAD4 32 1 170 150 148 168 -.25
COUAD4 33 1 150 136 134 148 -.25
COUADi 34 1 136 122 120 134 -.25CQUAD4 35 1 122 108 106 120 -.25CQUAD4 36 1 108 94 92 106 -.25
COUAD4 37 1 94 80 78 92 -.25
CQUAD4 38 1 80 66 64 78 -.25COUAD4 39 1 66 52 50 64 -.25
C D4 40 1 52 38 36 50 -.25COUAD4 41 1 38 24 22 36 -.25
COUADI 42 1 24 10 8 22 -.25CODAD4 43 1 208 202 192 194 -.25
COUAD4 44 1 202 184 182 192 -.25CQOAD4 45 1 184 168 166 182 -.25COUAD4 46 1 168 148 146 166 -.25
COUAD4 47 1 148 134 132 146 -.25COUAD4 48 1 131 120 118 132 -.25CQUAD4 49 1 120 106 104 118 -.25
CUAOD4 50 1 106 9z 90 104 -.25COUAD4 51 1 92 78 76 90 -.25
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COUAO4 52 1 78 64 62 76 -.25
CQUADI 53 1 64 50 48 62 -.25
CQUADI 54 1 50 36 34 48 -.25
CODAD4 55 1 36 22 20 34 -.25
CQUAD4 56 1 22 8 6 20 -.25
CQUAD4 57 1 194 192 178 180 -.25
CQUAD4 58 1 192 182 176 178 -.25
COOAD4 59 1 182 166 16t 176 -.25
CQUAD4 60 1 166 146 144 164 -.25
COUAD4 61 1 146 132 130 144 -.25
CQUAD 62 1 132 118 116 130 -.25
COUAD4 63 1 118 104 102 116 -.25
CQUAD 64 1 104 90 88 102 -.25
CQUAD4 65 1 90 76 74 88 -.25
CQUAD4 66 1 76 62 60 74 -.25
COUADI 67 1 62 48 46 60 -.25
CQUAD4 68 1 48 34 32 46 -.25
COUAD4 69 1 34 20 18 32 -.25
CQUAD4 70 1 20 6 4 18 -.25
COUAD4 71 1 180 178 160 162 -.25
CQUADW 72 1 178 176 158 160 -.25
CQUADI 73 1 176 164 156 158 -.25
COUAD4 74 1 164 144 1t2 156 -.25
COUAD4 75 1 144 130 128 142 -.25
COUAD4 76 1 130 116 114 128 -.25
CQUADI 77 1 116 102 100 114 -.25
CQUAD 78 1 102 88 86 100 -.25
COQUAD4 79 1 88 74 72 86 -.25
COUAD4 80 1 74 60 58 72 -.25
CQUAD4 81 1 60 46 44 58 -.25
CQUAD4 82 1 46 32 30 44 -.25
CQUAD4 83 1 32 18 16 30 -.25
COUA)4 84 1 18 4 2 16 -.25
COUAD4 85 85 197 195 201 207 .125
COUAD4 86 85 195 189 186 201 .125
COUAD4 87 85 189 173 171 186 .125
COIAD4 88 85 173 153 151 171 .125
CQUAD4 89 85 153 139 137 151 .125
COOAD4 90 85 139 125 123 137 .125
COUAD4 91 85 125 111 109 123 .125
CQUAD4 92 85 111 97 95 109 .125
COUAD4 93 85 97 83 81 95 .125
CQUAD4 94 85 83 69 67 81 .125
CQUAD4 95 85 69 55 53 67 .125
COUAD4 96 85 55 41 39 53 .125
COUAD4 97 85 41 27 25 39 .125
COUADI 98 85 27 13 11 25 .125
CQUAD4 99 85 207 201 200 206 .125
COUADI 100 85 201 186 185 200 .125
CQUAD4 101 85 186 171 169 185 .125
CQUAD4 102 85 171 151 149 169 .125
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COUAD4 103 85 151 137 135 149 .125

CQUAD4 104 85 137 123 121 135 .125
CQOAD4 105 85 123 109 107 121 .125

COUAD 106 85 109 95 93 107 .125

COUAD4 107 85 95 81 79 93 .125

COOAD4 108 85 81 67 65 79 .125

COUAD4 109 85 67 53 51 65 .125

CODAD4 110 85 53 39 37 51 .125

COUAD4 111 85 39 25 23 37 .125

CQUAD4 112 85 25 11 9 23 .125

COUADI 113 85 206 200 199 205 .125

CQUAD4 114 85 200 185 183 199 .125

COUAD4 115 85 185 169 167 183 .125

COUAD4 116 85 169 149 147 167 .125

CQU D4 117 85 149 135 133 147 .125

CQUADW 118 85 135 121 119 133 .125

CODADI 119 85 121 107 105 119 .125

COUAD4 120 85 107 93 91 105 .125

COUAD4 121 85 93 79 77 91 .125

CQUAD4 122 85 79 65 63 77 .125

COUAD4 123 85 65 51 49 63 .125

COUAD4 124 85 51 37 35 49 .125

CQOUAD4 125 85 37 23 21 35 .125

COUAW4 126 85 23 9 7 21 .125

COUAD4 127 85 205 199 191 193 .125

CQUAD4 128 85 199 183 181 191 .125

COUAD4 129 85 183 167 165 181 .125

CQUAD4 130 85 167 147 145 165 .125

COUAD4 131 85 147 133 131 145 .125

CQUAD4 132 85 133 119 117 131 .125

CQUAD4 133 85 119 105 103 117 .125

C0UAD4 134 85 105 91 89 103 .125

CQUAD4 135 85 91 77 75 89 .125

CQUAD4 136 85 77 63 61 75 .125

CQUADI 137 85 63 49 47 61 .125

COUAD4 138 85 49 35 33 47 .125

CQIAD4 139 85 35 21 19 33 .125

CQUAD4 140 85 21 7 5 19 .125

COUAD4 141 85 193 191 177 179 .125

COUAD4 142 85 191 181 175 177 .125

COUAD4 143 85 181 165 163 175 .125

CQUAW4 144 85 165 145 143 163 .125

COOAD4 145 85 145 131 129 143 .125

CQUAD4 146 85 131 117 115 129 .125

CQUAD4 147 85 117 103 101 115 .125

COUAD4 148 85 103 89 87 101 .125

CQUAD4 149 85 09 75 73 87 .125

CGUAD4 150 85 75 61 59 73 .125

CQUAD4 151 85 61 47 45 59 .125

CQUAD4 152 85 47 33 31 45 .125

COUAD4 153 85 33 19 17 31 .125

117



CQUAD4 154 85 19 5 3 17 .125

CQUAD4 155 85 179 177 159 161 .125

CQUAD4 156 85 177 175 157 159 .125

CODAD4 157 85 175 163 155 157 .125

CQUAD4 150 85 163 143 141 155 .125

CQUAD4 159 85 143 129 127 141 .125

CQUAD4 160 85 129 115 113 127 .125

COUAD4 161 85 115 101 99 113 .125

CQUAD4 162 85 101 87 85 99 .125

CQUAD4 163 85 87 73 71 85 .125

CQUAD4 164 85 73 59 57 71 .125

COUAD4 165 85 59 45 43 57 .125

CQUAD4 166 85 45 31 29 43 .125

COUAD4 167 85 31 17 15 29 .125

COUADI 168 85 17 3 1 15 .125

CILA 169 2 198 196 204 209 197 195 9 169

f9 169 201 207
CILIA 170 2 196 190 188 204 195 189 E 170

#9 170 186 201
CILA 171 2 190 174 172 188 189 173 1 171

*9 171 171 186
CURIA 172 2 174 154 152 172 173 153 E 172

f1 172 151 171
CILIA 173 2 154 140 138 152 153 139 E 173

.1 173 137 151
CILA 174 2 140 126 124 138 139 125 1 174

if 174 123 137
CILIA 175 2 126 112 110 124 125 111 K 175

*E 175 109 123

CURIA 176 2 112 98 96 110 111 97 1 176

#9 176 95 109

CILA 177 2 98 84 82 96 97 83 E 177

#9 177 81 95
CILA 178 2 8t 70 68 82 83 69 1 178

#9 178 67 81

CILIA 179 2 70 56 54 68 69 55 E 179

#1 179 53 67

CILA 180 2 56 42 t0 54 55 411 1 180

#1 180 39 53
CILIA 161 2 42 28 26 40 41 27 1 181

.1 181 25 39

CIlIA 182 2 28 it 12 26 27 13 1 182
.3 182 11 25

CIlIA 183 2 209 204 203 210 207 201 1 183

#9 183 200 206

CIlIA 184 2 204 188 187 203 201 186 1 184
.1 184 185 200

CIlIA 185 2 188 172 170 187 186 171 K 185

is 185 169 185

CUIA 186 2 172 152 150 170 171 151 1 186

il 186 149 169

118



CIEIA 187 2 152 138 136 150 151 137 E 187
#1 187 135 149
CELIA 188 2 138 124 122 136 137 123 E 188
is 188 121 135
CIEIA 189 2 124 110 108 122 123 109 1 189
iK 189 107 121
CHEILA 190 2 110 96 94 108 109 95 1 190
is 190 93 107
CIILA 191 2 96 82 80 94 95 81 1 191
is 191 79 93
CISIA 192 2 82 68 66 80 81 67 1 192
#E 192 65 79
CIEIA 193 2 68 54 52 66 67 53 1 193
49 193 51 65
CELIA 194 2 54 40 38 52 53 39 1 194
is 194 37 51
CHIIA 195 2 40 26 24 38 39 25 1 195
fK 195 23 37
CHEIA 196 2 26 12 10 24 25 11 E 196
is 196 9 23
CHBIA 197 2 210 203 202 208 206 200 E 197

is 197 199 205
CHEIA 198 2 203 187 184 202 200 185 1 198
#K 198 183 199
CfHIA 199 2 187 170 168 184 185 169 9 199
#E 199 167 183
CilIA 200 2 170 150 148 168 169 149 K 200
#K 200 147 167
CHRIA 201 2 150 136 134 148 149 135 E 201
iK 201 133 147
CHRIA 202 2 136 122 120 134 135 121 1 202
is 202 119 133
CHEIA 203 2 122 108 106 120 121 107 E 203
#K 203 105 119
CHEIA 204 2 108 94 92 106 107 93 K 204
#K 204 91 105
CHEIA 205 2 94 80 78 92 93 79 1 205
*l 205 77 91
CIELA 206 2 80 66 64 78 79 65 1 206
#1 206 63 77
CHEIA 207 2 66 52 50 64 65 51E 207
#1 207 49 63
CNEIA 208 2 52 38 36 50 51 37 E 208
.1 208 35 49
CHRIA 209 2 38 24 22 36 37 23 9 209
'1 209 21 35
C1I9A 210 2 24 10 8 22 23 9 3 210
.1 210 7 21
CHlIA 211 2 208 202 192 194 205 199 2 211
+1 211 191 193
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CIlIA 212 2 202 184 182 192 199 183 E 212
#3 212 181 191
CISIA 713 2 184 168 166 182 183 167 3 213
+3 213 165 181
CHRIA 214 2 168 148 146 166 167 147 3 214
#1 214 145 165
CURIA 215 2 148 134 132 146 147 133 3 215
*3 215 131 145
CURIA 216 2 134 120 118 132 133 119 3 216
#1 216 117 131
CIlIA 217 2 120 106 104 118 119 105 E 217
'1 217 103 117
CISIA 218 2 106 92 90 104 105 91 3 218
#1 218 89 103
CIRIA 219 2 92 78 76 90 91 77 3 219
it 219 75 89
CHEIA 220 2 78 64 62 76 77 63 3 220
+3 220 61 75
CIRIA 221 2 64 50 48 62 63 49 R 221
#E 221 47 61
CURIA 222 2 50 36 34 48 49 35 3 222
fE 222 33 47
CHEIA 223 2 36 22 20 34 35 21E 223
'3 223 19 33
CHEIA 224 2 22 8 6 20 21 7 E 224
i3 224 5 19
CHIA 225 2 194 192 178 180 193 191 E 225
it 225 177 179
CUEIA 226 2 192 182 176 178 191 181 9 226
'3 226 175 177
CHRIA 227 2 182 166 164 176 181 165 9 227
'3 227 163 175
CHEIA 228 2 166 146 144 164 165 145 3 228
it 228 143 163
CUIA 229 2 146 132 130 144 145 131 3 229
'3 229 129 143
CHERA 230 2 132 118 116 130 131 117 3 230
'3 230 115 129
CELIA 231 2 118 104 102 116 117 103 3 231
'3 231 101 115
CUILA 232 2 104 90 88 102 103 89 1 232
'1 232 87 101
CUEIA 233 2 90 76 74 88 89 75 1 233
'3 233 73 87
CUEIA 234 2 76 62 60 74 75 61 3 234
'3 234 59 73
CURIA 235 2 62 48 46 60 61 47 1 235
'1 235 45 59
CURIA 236 2 48 34 32 46 47 33 1 236
'3 236 31 45
CIlIA 237 2 34 20 18 32 33 19 3 237
'3 237 17 31
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ClIA 238 2 20 6 4 I8 19 53E 238
d3 238 3 17

C89IA 239 2 160 178 160 162 179 177 1 239

*1 239 159 161
CHEIA 240 2 178 176 158 160 177 175 9 240
#1 240 157 159
CHEIA 241 2 176 164 156 158 175 163 1 241
is 241 155 157
CHEIA 242 2 164 144 142 156 163 143 E 242
#E 242 141 155

CHlIA 243 2 144 130 128 142 143 129 B 243

#8 243 127 111
CHlIA 244 2 130 116 114 128 129 115 1 244

.3 244 113 127
C19IA 245 2 116 102 100 114 115 101 1 245
#1 245 99 113
CHlIA 246 2 102 88 86 100 101 87 E 246
#1 246 85 99
CHEIA 247 2 88 74 72 86 87 73 B 247
.3 247 71 85
CNEIA 248 2 74 60 58 72 73 59 1 248
#E 248 57 71
ClIA 249 2 60 46 44 58 59 4539 249
#3 249 43 57
CVlIA 250 2 46 32 30 44 45 313E 250

43 250 29 43
CHlIA 251 2 32 18 16 30 31 17 1 251
#9 251 15 29
CHRIA 252 2 18 4 2 16 17 339 252
#E 252 1 15
PSUELL 1 1 0.50000 1 1.12200 1
PSIELL 85 1 0.25000 1 1.12200 1
psolid,2,2
satil,l.0e7, ,0.33,2.58e-4
hati,2, ,251.4,0.49,9.067e-5
elgr,1,mqlv,0.0,5000.0. ,30... .elgr
#elgr,sas
suport,106, 12345
3pcl,1,6,1,tbru,210
paran,autospc,yes
parlas,asng, 1
rioadl,10,2001 .. ,3001
darea,2001,79,3,1.0
tabledl,3001 ...., ,.8?tal
Sta1, 0. 0, 1.0, 5000. 0,1.0, endt
treqI, 10, 5.0, 1.0, 1000
tabdspl,101 ,.... idap
*dap,40.0,O.214,63.O,O.216,95.0,0.218,160.O,0.222,4dupI
*dapI,200.0,O.224,285.0,O.225,320.O,0. 224,44O.O,O. 216. .dap2
*dmpZ,460.,.215,450.0,O.22,52O.O,O. 2O8,SSO.O,O. 197,.dup3
*dap3,630.O,0.189,665.0,0.183,715.O,0.171,825.0,0.142,*dp4
*dup4 ,870 .0, 0. 130 , 88.0, 0. 125, 1000. 0,0. 085, emdt
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